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Introduction 
 
 

The Office of Superintendent of Public Instruction has provided this handbook for 
distribution to every authorized school bus driver in the state. It is intended to be a 
resource for school bus drivers and provide supplementary information to the complete 
school bus driver training program. The handbook is a resource and is NOT intended 
to satisfy the school bus driver training requirements set forth in chapter 392-144 
WAC. 
 
Daily in the United States, over 400,000 school buses transport approximately 25 million 
students from home to school. Collectively, school buses travel 4.3 billion miles each 
year. When you consider the number of students who ride school buses to and from 
school and on field or activity trips, nearly every student rides a school bus at some 
point during the school year. 
 
This manual provides baseline information. When encountering situations that raise 
questions, drivers should look to their local district trainers and/or supervisor for 
assistance. Every driver should have a personal copy of this handbook and should 
become thoroughly acquainted with the contents.  
 
School bus drivers in the state of Washington are held to stringent qualifications to 
ensure that only the “best of the best” are allowed to transport our students.   
 
We hope the handbook will enhance and assist the work of the state’s dedicated school 
bus drivers. 
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Authorization Requirements 
(As Established by the Office of Superintendent of Public Instruction) 

 
Before you can be a school bus driver and legally operate a school bus with passengers 
aboard, you must posses a school bus driver’s authorization. A school bus driver’s 
authorization is issued by the Office of Superintendent of Public Instruction, Pupil 
Transportation, and certifies you meet the requirements to operate a motor vehicle for 
the transportation of children. 
 
To be considered an applicant, you must meet and continue to meet the following 
minimum requirements: 
 

1. Be at least 21 years of age. 
 

2. Have a valid commercial driver’s license (CDL), as required by law, issued by 
the state Department of Licensing (DOL) with: 
♦ A commercial driving endorsement—Class A, B, or C. 
♦ Appropriate passenger endorsement. 
♦ Air brake restriction removed, if required. 
♦ School bus “S” endorsement. 

 
Obtaining the CDL may require written and driving skill tests: 
 

♦ Brief written tests (administered by DOL), including such topics as: 
• General knowledge. 
• Passenger management. 
• Knowledge of air brakes. 
• School bus operations 

 
♦ A skill test (administered by either DOL or a third party tester), which includes 

the following: 
• A pre-trip inspection. 
• A behind-the-wheel road examination.  
 

3. Provide a five-year complete driver’s abstract (current within 60 days). 
 

4. Comply with Federal Highway Administration drug and alcohol rules. 
♦ Preemployment testing for controlled substances. 
♦ Random drug and alcohol testing. 
♦ Postaccident drug and alcohol testing. 
♦ Reasonable suspicion drug and alcohol testing. 
♦ Follow-up drug and alcohol testing. 

 
5. Hold a current and valid first aid card. 
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6. Provide verification of passing a medical examination every 24 months in 
accordance with the standards established in 49 C.F.R. 391.41 through 391.49 
of the Federal Motor Carrier Safety Regulations. (Federal and state medical 
waivers do not apply to school bus driver requirements.) 

 
7. Complete a record check through the Washington State Patrol criminal 

identification system and through the Federal Bureau of Investigation. 
 

8. Successful completion of the comprehensive school bus driver training course, 
including classroom training and behind-the-wheel training.  Each year 
thereafter, satisfactory completion of a school bus driver inservice training 
course. 

 
The federal government has mandated a school bus-specific CDL endorsement. 
However, at the time of this printing, the details on how this will be implemented in 
Washington State are yet to be determined. 
 
(See Resources, page 78, for chapter 392-144 Washington Administrative Code 
[WAC]—School Bus Driver Qualifications.) 
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Appearance 
 
Appropriate appearance is geographic. What is acceptable in a farming or logging 
community may be completely unacceptable in a suburban or urban area. However, 
there are some guidelines that can apply. 
 
Whether or not school bus drivers think so, the way they dress and look affects many 
parts of their job. 
 
As a school bus driver, it is necessary to identify oneself as an adult, not a student. In 
order to accomplish this, the driver must dress in a manner designed to instill a degree 
of respect. If one dresses in a careless way, e.g., blue jeans with patches or holes, tight 
blouses and no bra, jackets with risqué sayings on them, or any clothing that is more 
related to school kids than adults, the driver cannot expect to receive the appropriate 
level of respect from the students on the bus that is needed to maintain good discipline. 
 
Some type of dress code is necessary in most work situations. Most school districts 
have dress codes that encourage an acceptable degree of modesty for drivers. 
 
School bus drivers should not wear immodest shorts or halter-tops. 
 
Skirts have generally been unacceptable, although the individual district may allow such 
attire. It is recommended that if skirts are allowed, they be no shorter than knee length, 
because they tend to become shorter in the sitting position. If an emergency occurs, the 
driver must, of necessity, disregard any modesty and think only of the students and their 
safety. This can cause embarrassment after the emergency is over. It may be safer and 
more modest for women bus drivers to wear pants. There are many job-related duties 
that will or could cause injuries to the driver that might not occur or could be lessened if 
appropriate clothing is worn. 
 
Types of shoes should comply with district safety recommendations. This typically 
eliminates wearing open-toed shoes, sandals, clogs, wooden-soled shoes of any type, 
or heels of more than two-inch height. The best driving shoe is one that has a flat sole, 
covers the entire foot, and fastens securely. The type of shoe you wear could affect 
your ability to perform in a safe manner during an emergency situation. 
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The following examples were taken from various school district dress code 
requirements.  
 
School District No. 1 
 
Appearance and apparel:  
 

♦ The professional driver wears clothing that is modest, functional, and contributes 
to safety, public relations, and student control.   
 

♦ Good judgment and taste, including neatness and cleanliness, are factors in the 
positive image you convey for yourself, your employer, and your profession. 
 

♦ On duty, drivers shall wear shoes that cover and protect their feet. Platform 
shoes, sandals, house slippers, and shoes with exaggerated heels are prohibited 
for safety reasons. 
 

♦ Jewelry, scarves, and long hair that cause vision interference or distraction 
should not be worn. Hair curlers, long dresses, and shorts are also discouraged. 

 
School District No. 2 
 
Dress code: 
 

♦ Women: Be neat and clean. No skirts for the ladies—slacks only! Women may 
not wear hair curlers, except in cases of emergency. (The office will define 
emergency.) A full shoe is required for all drivers while operating a school bus. 
 

♦ Men: Be neat and clean. Wear everyday normal attire. A full shoe is required for 
all drivers while operating a school bus. 
 

♦ Men and Women: Be neat and clean. Management will decide what will be 
considered extreme or normal attire. If you feel you have a justifiable exception, 
please obtain permission of the management. 
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Public Relations 
 
The school bus driver is a representative of the school district and, therefore, is 
responsible for maintaining good, public relations. This responsibility is an implied part 
of the school bus driver’s role, as it is for all school district staff members.   
 
Developing and Maintaining a Professional Attitude 
 
There is no magic formula for developing a good attitude. It is a matter of understanding 
the work and its responsibilities and consistently doing the best job possible. 
 
Attitude and Image Building 
 

 Personal appearance. Look as good as you can. Clean and well-maintained 
clothing, hair combed, etc. 

 
 Give yourself credit for what you do well. Take a moment to mentally reflect how 

important you are. 
 

 Take in positive information. Read books, watch movies, or attend lectures that 
you enjoy, agree with you, and make you feel better. 

 
 Don’t dwell on negative events. Don’t continually relive, retell, or rethink negative 

events. 
 

 Develop a positive attitude about yourself and your job. Walk 25 percent 
faster—take the stairs instead of the elevator. Sit in a “front seat” instead of the “last 
row” at meetings, etc. Recognize yourself as a professional and take pride in the job 
you do. Present a courteous attitude toward the motoring public. Show consistency 
and fairness in handling discipline problems. Try doing at least one nice thing for 
someone else each day. 

 
 Become involved with your work and the school. Be pleasant and helpful toward 

fellow drivers. Establish good relationships with school principals and staff. Take 
part/be active in driver meetings. 

 
 Perform your daily tasks to the best of your ability. Do your best in performing 

the task of driving your school bus. 
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Rules for Drivers 
 
A very necessary part of a school bus driver’s job is to know the rules that govern 
driving a school bus. The rules are mandated by the state of Washington. Drivers must 
obey these rules in addition to the guidelines and policies established by their district. 
 
(See Resources, page 86, for chapter 392-145 WAC—Transportation—Operation 
Rules.) 
 

Substitute Drivers 
 
Substitute driving has been called the most difficult job in pupil transportation. Sub 
drivers are likely driving an unfamiliar route, in an unfamiliar bus, with unfamiliar 
students! 
 
Because of the extra challenges that sub drivers face, they must be willing to do some 
additional preparation to complete the bus driving task safely and successfully. 
 
Each district should have a process in place for substitute drivers. As a general 
guideline, the following items should be remembered: 

 
 The substitute driver is an authorized school bus driver. All authorized drivers are 

held to the same standards and must meet all the requirements, including drug and 
alcohol testing as well as all other regulations. 

 
 The sub driver should do everything possible to address the challenges he/she will 

face. This might include: 
♦ Arriving early to become familiar with the route and bus assigned. 
♦ If possible, ride a new route ahead of time with the regular driver, who can point 

out specific items. 
♦ Be sure to check in with the dispatcher/supervisor before and after the route in 

case there are any changes. 
♦ Leave the bus in a condition that is consistent with your district’s procedures. 
♦ Keep notes on each route you drive. The notes will help you remember the 

idiosyncrasies of a route the next time you are assigned to drive it. 
♦ Be sure to check in with the dispatcher/supervisor before and after the route.  

(Yes, this is listed twice to emphasize that it is important.) 
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Driver Liability 
 
Liability occurs when an individual is negligent in his/her bus driving duties. An 
individual can avoid liability by knowing the motor vehicle laws, bus driving laws, and 
school district policies. 

 
Criminal Law 
 

 For criminal liability, there are laws to determine guilt or innocence. Examples: 
♦ Failure to stop at stop sign. 
♦ Failure to signal intent to turn. 
♦ Exceeding the legal speed limit. 
♦ Slapping a student. 

 
 Guilt must be proven beyond a reasonable doubt before a jury can convict the 

defendant. 
 

 If convicted of a criminal offense, the individual may be fined, be sentenced to a term 
in jail, and/or have his/her license suspended or revoked. 

 
Civil Law 
 

 For civil liability, the jury judges your actions according to what a “prudent person 
should or should not have done.” 
♦ Guilt does not have to be proven beyond a reasonable doubt. 
♦ There need only be a “preponderance of evidence” (51 percent) against the 

individual. 
♦ Damages paid are decided at this point. 

 
Negligence and Liability 
 
There are four aspects of negligence. The driver may be held personally responsible 
(liable for injuries to schoolchildren) after being proven negligent. All four essential 
elements of negligence must be present for the court to consider the driver negligent. 
Courts generally consider these elements to be: 

 
 The driver’s legal obligations to perform to a standard of conduct for the protection of 

others. 
 The driver’s failure to perform to the standard. 
 A reasonably close, causal connection between the driver’s conduct and resulting 

injury. 
 Actual or virtual loss or damage resulting to the interests of another. 
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Other considerations that most courts use in determining driver negligence are: 
 

 The district and the driver are both accountable for maintaining a safe vehicle. 
 Most cases involving accidents while boarding and or leaving a bus use the factors 

of “reasonable care” and “safe places” in determining negligence. 
 The driver is expected to keep order on a bus and may use any normally accepted 

means that are in line with district policies and procedures. 
 The driver may generally be held accountable for his/her acts separately from any 

decision regarding district liability. 
 Negligence is for a jury to determine. 

 
The bus driver can minimize chances of a suit against the school and him/herself by: 
 

 Obeying the laws governing motor vehicles (RCW). 
 Obeying the regulations related to pupil transportation published by the Office of 

Superintendent of Public Instruction (WAC). 
 Obeying district policies and procedures. 

 
Fatigue 

 
A driver is responsible to operate a school bus in such a way as to ensure a safe trip for 
all passengers at all times. Skill in driving is important, but so are alertness and the 
ability to react quickly in case of an emergency. The professional driver is always 
prepared for the unexpected. 
 
Signs and Symptoms of Fatigue 

 
 Forgetfulness. 
 Slowed reaction time. 
 Fixation or tunnel vision. 
 Poor mood. 
 Poor communication. 
 Inability to handle more than one thing at a time. 
 Yawning, eyes watering, desire to rest or close eyes. 

 
Alertness Management Strategies 
 
The following recommendations are intended to help you tailor alertness management 
strategies to your own needs. The best efforts may result from combining multiple 
strategies rather than relying on a single strategy. 
 

 At home—get the best sleep possible before starting a trip. 
 On a trip—try to get as much sleep per 24 hours as you would in a normal 24-hour 

period at home. 
 Trust your own physiology—if you feel sleepy and circumstances permit, then sleep. 

If you wake spontaneously and cannot go back to sleep within 15–30 minutes, get 
up. 
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 Strategic napping: 
♦ Napping can improve alertness. 
♦ Limit nap to 45 minutes if right before work period. 
♦ If you sleep too long or go into a deep sleep, it may take longer for you to 

become fully awake. 
♦ Napping will decrease the length of continuous wakefulness before a duty period. 

 Strategies while driving: 
♦ Engage in conversation with others. 
♦ Do something that involves physical action—stop the bus, stretch and/or walk 

around outside the bus for a minute or two. 
♦ Caffeine—use caffeine to sharply increase alertness. However, use it about 30 

minutes before you think you will be tired as it takes that long for it to take effect. 
Avoid caffeine near bedtime and/or at the end of your shift. 

♦ Maintain a balanced diet and eat appropriate snacks as needed. Be sensible 
about nutrition and stay hydrated. 

♦ Sleepiness can have several consequences—take it seriously. 
♦ People are different; tailor this information to your own needs. Remember, these 

are recommendations and there is no simple answer. Determine what works best 
for you. 

 
Alcohol and Controlled Substances Testing Requirements 

 
Code of Federal Regulations (CFR) 49, Part 382 contains the requirements for 
controlled substances and alcohol use and testing. The purpose of this part is to 
establish programs designed to help prevent accidents and injuries resulting from the 
misuse of alcohol or use of controlled substances by drivers of commercial motor 
vehicles. This part applies to every person and to all employers of such persons who 
operate a commercial motor vehicle in commerce in any state and is subject to the CDL 
requirements of CFR 49, part 383. 
 

Tests Required 
 

Preemployment Testing 
 
Prior to the first time a driver performs safety-sensitive functions for an employer, the 
driver shall undergo testing for controlled substances as a condition prior to 
employment. No employer shall allow a driver, who the employer intends to hire or use, 
to perform safety-sensitive functions unless the driver has received a controlled 
substances test result from the MRO (medical review officer) indicating a verified 
negative test result. While there are some CFR exceptions to preemployment testing, 
most school districts require it of anyone applying for a safety-sensitive position. 
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Postaccident Testing 
 
All employees who are required to possess a CDL and perform safety-sensitive 
functions as part of their job responsibilities will be provided with necessary 
postaccident information, procedures, and instructions prior to commencing job 
responsibilities. 
 
Each employer shall test each surviving driver for alcohol and controlled substances as 
soon as practicable following an accident if: 
 
1. The accident involved the loss of human life, or 
 
2. The driver received a citation under state or local law for a moving traffic violation if 

the accident involved: 
i. Bodily injury to any person who, as a result of the injury, immediately receives 

medical treatment away from the scene of the accident. 
ii. One or more motor vehicles incurring disabling damage as a result of the 

accident, requiring the motor vehicle to be transported away from the scene by a 
tow truck or other motor vehicle. 

 
A driver who is subject to postaccident testing shall remain readily available for such 
testing or he/she may be deemed by the employer to have refused to submit to testing. 
 
Nothing in this section shall be construed to: 
 
1. Require the delay of necessary medical attention for injured people following an 

accident.  
 
2. Prohibit a driver from leaving the scene of an accident for the period necessary to 

obtain assistance in responding to the accident or obtain necessary emergency 
medical care. 

 
Some districts require testing after any accident. Be sure you are familiar with all of your 
school district policies regarding postaccident procedures. 
 
Random Testing 
 
Every driver shall submit to random alcohol and controlled substance testing as 
required in the Code of Federal Regulations. The drugs you will be tested for are: 
 

 Marijuana metabolites. 
 Cocaine metabolites. 
 Amphetamines. 
 Opiate metabolites. 
 Phencyclidine (PCP). 
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Refusal to Submit to a Required Alcohol or Controlled Substances Test 
 
No driver shall refuse to submit to a postaccident alcohol or controlled substances test 
required in 49 CFR 382.303, a random alcohol or controlled substances test required in 
49 CFR 382.305, or a reasonable suspicion alcohol or controlled substances test 
required in 49 CFR 382.307.  No employer shall permit a driver who refuses to submit to 
such tests to perform or continue to perform safety-sensitive functions. 
 

Reporting Requirements 
 
Every person authorized by chapter 392-144 WAC to operate a motor vehicle to 
transport children shall, within 20 calendar days, notify his or her employer in writing of 
the filing of any criminal charge involving conduct not meeting the standards in WAC 
392-144-103. The authorized driver shall also notify his or her employer of any 
disqualifying traffic convictions or license suspension or revocation orders issued by the 
Department of Licensing. In cases where the employer is providing transportation 
services through a contract with the school district, the contractor shall immediately 
notify the school district superintendent or designee. The notification in writing shall 
identify the name of the authorized driver, his or her authorization number, the court in 
which the action is commenced, and the case number assigned to the actions. The 
failure of an authorized driver to comply with the provisions of this section could 
constitute grounds for authorization suspension or revocation by the Superintendent of 
Public Instruction. 
 

CDL Special Requirements 
 

There are special requirements for drivers of commercial vehicles. 
 

 You are required to notify your employer if your license is suspended, revoked, or 
cancelled or if you are disqualified from operating a commercial vehicle. Do this 
before the end of the business day following the day you received notice of the 
action. 

 You must notify your employer, in writing, of all traffic convictions within 30 days. 
This includes those in your private automobile as well as a commercial vehicle. 

 You must notify the Department of Licensing of all out-of-state traffic convictions, in 
writing, within 30 days of the conviction.   

 You must file proof of financial responsibility with the Department of Licensing if your 
personal driving privilege is suspended or revoked. If suspended or revoked, your 
commercial driving privilege may be disqualified. Filing must include a letter from 
your employer’s insurance company indicating that you are insured to operate 
commercial vehicles. 

 
Disqualification 

 
You can be disqualified or lose your commercial driver’s license for certain convictions. 
If convicted or found to have committed two serious traffic violations within three years 
while operating a commercial vehicle, you may lose your license for 60 days. A third 
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conviction within three years results in a 120-day disqualification. Serious traffic 
violations include: 
 

 Excessive speed (15 mph over posted limit). 
 Reckless driving. 
 Negligent driving. 
 Improper lane changes. 
 Following too closely. 
 A violation of a state or local law relating to motor vehicle traffic control, other than a 

parking violation, arising in connection with an accident or collision resulting in a 
death to any person. 

 
A driver is disqualified for one year for a first-time conviction of the following offenses 
while operating a commercial vehicle. 
 

 Driving under the influence of alcohol or any drugs. 
 Driving with an alcohol concentration of .04 or more. 
 Leaving the scene of an accident. 
 Using a commercial vehicle in the commission of a felony. 
 Refusing to take a blood alcohol test. 

 
Using a commercial vehicle in the making, selling, or distribution of drugs will result in a 
lifetime disqualification of a CDL. 
 

Over-the-Counter Medications 
 

Many people are unaware that over-the-counter drugs can have similar effects on your 
body as controlled substances. Antihistamines, decongestants, cough syrups, pain 
relievers, diet pills, and sleeping aids can stimulate or depress the central nervous 
system, especially the respiratory system. Additionally, they can alter the heart rate, 
blood pressure, and interfere with control of body movements and reflex actions. Some 
of the most common symptoms of over-the-counter abuse include: 
 

 Anxiety. 
 Restlessness. 
 Confusion. 
 Dizziness. 
 Numbness. 
 Mild euphoria. 
 Drowsiness. 
 Hostility. 
 Delirium. 
 Hallucination. 

 
Pay close attention to the directions and warnings on any over-the-counter medication. 
Don’t make the mistake of thinking these can be harmless while driving. Any 
medications, oral or otherwise, that affect the central nervous system are prohibited. 
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School bus drivers should use caution when operating a school bus while taking any of 
the above-mentioned substances, whether prescribed by a physician or not. If 
medication is required, check with a physician or pharmacist before taking the 
medication as to the possible side effects while driving a motor vehicle. 

 
Where to Go for Help 

 
If you or someone you know has a problem with alcohol or other drugs and your district 
doesn’t have an employee assistance program, call these hotlines for free, confidential 
help. 
 
(800) 662-HELP 
 
NarAnon  
(310) 547-5800 
 
Toughlove 
(800) 333-1069 
 
Families Anonymous  
(800) 736-9805 
 
Parents Resource Institute for Drug Education (PRIDE) 
(404) 577-4500 
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Rules for Passengers 
 
All school district boards of directors shall adopt written policies or rules and provide 
instructions for passengers riding school buses that are consistent with applicable state 
law and rules. A copy of these policies or rules shall be provided to each student who is 
scheduled to ride the school bus. 
 
Unless otherwise authorized, a student has precisely one place to get on and off the 
bus, the designated bus stop. New students are frequently driven to school in the 
morning by their parents, and their first ride on the bus is going home in the afternoon. 
You have to know (1) that you have a new student on your bus and (2) where he/she 
should be dropped off. This is especially critical with young and/or special education 
students.  Check your passengers before you leave.  If you are unsure of any student’s 
correct stop, consult with the appropriate administrator before you leave the school 
premises. 
 
Emergency exit procedures. All school districts operating or contracting for school bus 
transportation services shall prepare written policies or rules which establish procedures 
for bus safety and emergency exit drills. 

 One emergency evacuation drill shall be held within the first six weeks of school 
each semester. 

 The first exit drill shall be followed by at least one verbal review of the emergency 
exit drill prior to the second exit drill. 

 Drills shall be held upon school premises. Drills on the highway are only warranted 
under conditions necessary for “life and emergency safety.” 

 
Emergency drills. When conducting emergency drills, the driver shall: 

 Make allowances for individual differences in exiting the emergency door. 
 Instruct others to offer a helping hand palm up and avoid grasping a student’s hand 

or arm. 
 
(See Resources, page 86, for chapter 392-145 WAC—Transportation–Operation 
Rules.) 
 

Loading and Unloading Students Safely 
 

Statistics show most school bus-related student fatality accidents happen during the 
loading and unloading process at school bus stops. The school bus driver can add to 
the safety of this process by approaching the stop carefully, loading with caution, 
unloading with the same caution, and carefully leaving the school bus stop. 
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Establishing and Evaluating Safe School Bus Stops 
 
When establishing a new student stop, a thorough investigation must be done. The 
safety of students is the first priority. 
 
If a driver finds a problem at a newly added stop or a stop that has been in existence for 
some time, it should be brought to the attention of the driver’s supervisor immediately. 
 

 Visibility. To begin the stop selection, it is necessary to ensure that the school bus 
is clearly visible when at the stop. If at all possible, no bus should make a stop 
where visibility is not at least 500 feet. If 500 feet of visibility is not possible, signs 
indicating “School Bus Stop Ahead” must be installed (WAC 392-145-030). 

 
 Roadway design. When establishing a school bus stop, you must take into 

consideration the design of the roadway. If the roadway has three or more marked 
traffic lanes (including one- and two-way turn lanes), the school district must design 
school bus routes so that students are not required to cross the roadway unless the 
stop is located within 300 feet of a traffic signal. 

 
 Stopping on traveled portion of roadway. A question that will come up from time 

to time is: “Should I stop on the traveled portion of the roadway or not?” Any time 
students must cross the roadway, the bus must stop on the traveled portion of the 
roadway and control traffic with the stop sign and the overhead flashing lights. In 
addition, whenever students do not have to cross the road and the bus cannot be 
pulled completely off the roadway, stay in the traffic lane and control traffic with 
the stop sign and overhead flashing lights. The traveled portion of the roadway is 
defined as the portion of a highway improved, designed, or ordinarily used for 
vehicular travel, exclusive of the sidewalk or shoulder, even though persons riding 
bicycles use such sidewalk or shoulder. (RCW 46.04.500) 
 

Approaching Emergency Vehicles 
 

 If you are on the route: 
 

♦ Pull to the right and yield. 
♦ Once the lead emergency vehicle passes, be alert for any additional emergency 

vehicles. 
 

 If you are loading or unloading: 
 

♦ Remain in position on the roadway. 
♦ Warn the pupils about the situation over the exterior microphone or yell to them 

out of the window. 
♦ Let the pupils near the service door or on the right side of the bus back onto the 

bus.   
♦ Have the students that are already across the roadway stay there, rather than 

cross in front of the emergency vehicle(s) to get back onto the bus. 
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♦ When all of the passengers are safely inside of the bus or are standing safely 
across the roadway:  
• Cancel the stop sign and lights. 
• Let the emergency vehicle(s) pass. 
• Visually check the area for any additional emergency equipment. 
• Reactivate the stop sign and lights. Now, complete the loading or unloading. 

 
Passenger Management 

 
Introduction 
 
A school bus driver is not alone when it comes to solving discipline problems, but 
he/she may be alone when a disturbance occurs. This section covers three areas of 
information that helps the driver to restore order on a school bus. 
 
1. What can the school bus driver expect “out there on the road”? 
2. How should a professional driver behave? 
3. What can the school bus driver say or do to manage passenger behavior? 
 
Remember the following concepts when dealing with students: 
 

 Getting students to behave is a teaching process. (The word discipline is derived 
from Latin word meaning “to teach”.) 

 
 Dealing with students who do not behave is a problem solving exercise. (The 

school bus driver is the problem solver.) 
 

 The school bus driver is the disciplinarian for the students on the bus. (The 
school bus driver is the teacher.) 

 
 What are some of the inappropriate behaviors students exhibit? 

 
♦ Portions of bodies out windows. 
♦ Excessive noise. 
♦ Moving about while the bus is in motion. 
♦ Vulgar language. 
♦ Fighting. 
♦ Crowding and shoving. 
♦ Refusing to share a seat. 
♦ Grabbing the property of others. 
♦ Throwing items about the bus. 
♦ Name calling. 
♦ Bullying. 
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 What inappropriate behaviors could a driver exhibit? 
 

♦ Being confrontational. 
♦ Being sarcastic. 
♦ Arguing. 
♦ Yelling. 
♦ Using brakes to manage students. 

 
 What are some of the characteristics of the successful bus driver?  

 
♦ Confident and effective. 
♦ Creates a positive environment for students. 
♦ Uses good driving skills. 
♦ Knows and follows the route. 
♦ Provides good customer service. 
♦ Takes pride in personal appearance. 
♦ Keeps a clean bus. 
♦ Knowing what makes him/her angry and remaining calm when “buttons” are 

pushed. 
♦ Does not take student comments personally. 

 
 What can a school bus driver do to manage student behavior? 

 
♦ Learn the names of your students. 
♦ Greet students. 
♦ Use different voice levels. 
♦ Be conscious of body language. 
♦ Be conscious of eye language. 
♦ Give positive feedback. 
♦ Be polite. 
♦ Give mature commands and eliminate “I” and “me.” 

 
 What are successful techniques of discipline? 

 
♦ My job/your job explanation. 
♦ Explain the consequences of misbehaving. 
♦ Give warnings and keep documentation. 
♦ Match the consequence to the behavior and be consistent in both discipline and 

follow through. 
♦ Give positive rewards for good behavior. 

 
 Applying discipline on the school bus. 

 
♦ Make initial contact by “noticing.” 

• “I noticed you were pushing Jennifer.” 
• “I noticed you were keeping to yourself today.”
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♦ Ask open-ended questions. 
• “What’s the problem?” (The student must explain.) 
• “What’s the consequence for spitting on other people?” (The student must 

give an example of the consequence.) 
♦ Quick, unthreatening interventions to handle a problem. 

• “What is the rule? What are you supposed to do?” 
• “It looks like you have a problem, how could I help you solve it?” 
• “What do you want from me?” 
• “If you could make this situation better, what would you do?” 

 
♦ Questions to ask after intervening. 

• “What are you doing to make this work?” 
• “Have you thought about how to solve it?” 
• “Is it helping to solve the situation?”  
• “If you continue to do what you’re doing, what will happen?” 
• “What could you do to make this successful?” 
 

♦ Four steps to follow when giving directions. 
• Make a polite statement, “Jerry, please sit down on the seat.” 
• If the student refuses to comply, state your expectations. “Jerry, you’re 

expected to sit down on the seat.” 
• If the student still refuses to comply, state the consequences.  “Jerry, if you 

fail to sit down on your seat, you will have to ride up here in the front seat.” 
• If there is no compliance at this point, ask the student to give an example of 

the consequence and the positive alternative and let the student make the 
decision. Break eye contact and allow them to make a choice. “Your choice is 
to either sit down or ride in the front seat. Which would you like to do?” 

 
♦ Interrupting behavior that is just beginning. 

• “Are you suppose to be throwing paper on the bus?” 
(Get students to consider the consequences of their behavior.) 

• “What happens when you throw paper on the bus?” 
(Get students to focus on a change in their behavior.) 

• “So, what’s your plan?” 
(“I guess I’ll just ride to school and keep my papers in my backpack.”) 

 
 Interrupting suspicious behavior that happened just now or in the recent past. 

 
♦ You are not sure if this person is guilty, but you are reasonably certain. 

• “What’s your plan?” (“What do you mean, what’s my plan?”) 
• “What’s your plan to stop writing on the seats on the bus?” (“I don’t need a 

plan.”) 
• “You’re right. But if you continue to write on the seats, you’ll have to follow my 

plan and ride up here or take time after school to clean the seats.” 
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 Controlling group behavior. 
 

♦ When you deal with groups, talk to the person who gives you verbal resistance. 
♦ Remain focused on the behavior and the person who gives you verbal 

resistance. 
♦ Make a general polite directive. 
♦ Explain the consequence of the behavior to that verbally resistive person. 
♦ Give that person the negative and positive choice, and let him/her make the 

choice. 
 

 Use the following statements to respond to a verbal attack: 
 

♦ “This is not how you get what you want from me.” 
♦ “This conversation is not helping. How can we solve the problem?” 
♦ “I’ll talk to you after you’ve calmed down. We can work this out later.” 
♦ “When you complain, I only hear how you feel. What do you want?” 
♦ “Everyone’s doing it is an opinion. What do you really want?” 

 
 Broken-record method of halting arguments. 

 
♦ Repeat calmly over and over the command/direction that you want. 

 
 Echoing-statements method of stopping arguments. 

 
♦ Repeat the statements of arguing pupils to diffuse conflict. 

• “John took my books.” “Mary says you took her books.” 
• “I did not.” “John says he didn’t take your books.” 
• “Yes, he did. He took my books.” “She says you took her books.” 
• Continue this until the book is returned to its owner. 

 
Harassment on the School Bus 

 
The bus driver is the first school person the student meets in the school day. As the 
students are climbing up the bus steps in the morning, the bus driver greets each 
passenger and accepts the responsibility that the students will be in a safe 
environment. 
 
The bus driver should expect all students to travel with dignity and respect and to arrive 
at school safely and ready to learn. 
 
Harassment includes unfair and disrespectful remarks, written words, or pictures that 
are unpleasant and offensive. In the transportation arena, we have an opportunity and 
obligation to be role models who will display and expect that respect is always the order 
of the day. If a student confides in you, listen and show understanding and support. 
When you hear unkind, humiliating remarks, respond immediately. 
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Document, document, document. All allegations must be reported and documented. 
Take all your concerns to your supervisor, principal, or other designated school 
personnel. Policies and procedures are designed to protect all members of the 
educational community in the exercise of their rights and responsibilities. 
 
What is a Legal Description of Sexual Harassment? 
 
Sexual harassment is a form of sex discrimination and is illegal according to Title VII of 
the Civil Rights Act of 1964, as amended, which protects the adolescent at work, and 
Title IX of 1972, which protects the teen from sex discrimination at school. 
 
What is Sexual Harassment and Peer-to-Peer (Student-to-Student) Harassment? 
 

♦ It is a deliberate or repeated behavior which is unwelcome, not asked for, and not 
returned. 

♦ It is intentional. 
♦ The behavior can be verbal, nonverbal, visual, and/or physical. 
♦ Examples of verbal harassment could include teasing someone about their 

body development or body parts, telling dirty sexist jokes, calling others names 
that have a negative sexual meaning, or saying something to someone about 
sexual acts. 

♦ Examples of nonverbal harassment could include looking at another person in 
a way that makes them feel uncomfortable (suggestive looks, leering, staring), 
obscene gestures, or whistling. 

♦ Examples of visual harassment could include glaring or staring; obscene/ 
suggestive letters, notes, or graffiti; obscene/suggestive pictures taped inside 
locker or on notebooks; or posters of nearly nude people.  

♦ Examples of physical harassment could include “purposely” brushing against 
someone’s body; “friendly” pats, pinches, grabs and holds; pulling down 
someone’s gym shorts; or using force to “physically hold/corner” a person in one 
place. 

♦ The word “unwelcome” places responsibility on the receiver to tell the sender the 
behavior is unwanted. 

 
Harassment includes remarks or behavior that shows disrespect for its victims and is 
unwelcome. It hurts and harms the students in long-lasting ways. It is not the way 
students should be treated. The student may: 
 

♦ Also suffer from loss of confidence or self-esteem. 
♦ Find it hard to study and pay attention. 
♦ Dread or even avoid going to school or sports in which they anticipate 

harassment. 
 
School personnel have a legal responsibility to protect students from known or 
reasonably foreseeable harm occurring during or in connection with school activities. 
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Reporting Suspected Child Abuse and/or Neglect 
 
School bus drivers have the unique opportunity to get to know their students. Often the 
same driver will be assigned to a route transporting the same students for several 
years. This gives drivers the chance to develop relationships with students that other 
district staff may not have. Because of this level of trust, it is possible that a student may 
disclose information to a driver or the driver may begin to observe behavior leading to a 
suspicion of child abuse or neglect. 

 
RCW 26.44.030(1)(a) states “When … professional school personnel has reasonable 
cause to believe that a child has suffered abuse or neglect, he or she shall report such 
incident, or cause a report to be made, to the proper law enforcement agency or to the 
department as provided in RCW 26.44.040.” (Omitted are other noneducational 
personnel classifications included in this section.) 
 
RCW 26.44.030(3) states that “Any other person who has reasonable cause to believe 
that a child has suffered abuse or neglect may report such incident to the proper law 
enforcement agency or to the department of social and health services as provided in 
RCW 26.44.040.” 
 
RCW 26.44.020(7) states that “Professional school personnel include, but are not 
limited to, teachers, counselors, administrators, child care facility personnel, and school 
nurses.” 
 
Each school district and/or transportation department should have specific policies and 
procedures that must be followed to facilitate reporting of suspected child abuse or 
neglect. This may include specific forms for documentation or a designated contact 
person. Know your district’s policies and procedures for reporting suspected child abuse 
or neglect. 
 
Whether you are reporting through district channels or directly to Child Protective 
Services (CPS), the following information is needed to the extent available: 
 

• Name, address, and age of child. 
• Name and address of custodial parent/guardian. 
• Nature and extent of injury/injuries. 
• Nature and extent of neglect. 
• Nature and extent of sexual abuse. 
• Evidence of previous injuries, including nature and extent. 
• Any other pertinent information supporting the reasonable suspicion of abuse, 

neglect, or the perpetrator. 
 
The law protects any person reporting or testifying regarding suspected child 
abuse and neglect. You are immune from any liability resulting from such 
reporting/testimony. 
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Handling Disclosure. 
 
Below are some guidelines to be followed if a child discloses information to you, leading 
you to suspect child abuse or neglect. 
 

 Listen carefully. 
 Remain calm—be aware of your body language. 
 Believe the child—even if the initial information is inaccurate, it is still a cry for help. 
 Thank the child. 
 Do not try to get details. 
 Assure the child of your support. 
 Outline to the child what you need to do—assure the child that you will help. 
 Follow district policies and procedures for reporting. 
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KEEP THE BUS IN THE TRAFFIC LANE! 
 KEEP THE BUS IN THE TRAFFIC LANE! 
  KEEP THE BUS IN THE TRAFFIC LANE! 

Amber overhead lights must flash: 
300–100 feet if speed zone is 35 mph or less. 
500–300 feet if speed zone is over 35 mph. 

Approaching the Bus Stop 

1. Activate the amber overhead flashing lights. 
2. Check traffic ahead, behind, left, and right. 
3. Check all mirrors for students in the area. 
4. Reduce the bus speed gradually. 
5. Keep students on the roadway in view at all times. 
6. Watch for students running late to the bus stop. 
 

 
BUS STOP 
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The Four-Light System 

1. Look ahead, behind, left, and right. 
2. Slow down gradually, according to your speed. 
3. Remain in the traffic lane! 
4. After the bus is completely motionless at the stop, activate the red 

overhead flashing lights and stop sign. 
5. Keep the service brake firmly applied as you load/unload the 

students. 

1. BUS BUS 
2. Gradual stopping distance. 

3. How much distance depends upon your speed. 

 
BUS STOP
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The Eight-Light System 

 
 

 
 
 

Posted speed limit. 
35 mph or less. 

300 feet 100 feet 

Activate overhead amber lights  
300 to 100 feet prior to bus stop. 

Posted speed limit. 
over 35 mph. 

BUS STOP 

The stop sign and red flashing 
lights are activated after the bus 
is motionless!! 

500 feet 300 feet 

BUS STOP 

Activate overhead amber lights  
500 to 300 feet prior to bus stop. 
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Always Stay in the Traffic Lane to Load or Unload 
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Load/Unload off the Traveled Part of the Roadway 

Bus A passes Bus B 
at 10 mph or less!!! 

A 

B

Absolutely no one 
crosses the roadway! 

Bus B uses only the hazard 
lights during load/unloading. 

STUDENT PATH 

BUS STOP AREA 

STUDENT PATH 

10 mph 
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Unloading at the Bus Stop 

KEEP THE BUS IN THE TRAFFIC LANE! 

1. After the bus is halted, activate the stop sign, overhead red flashing lights, and 
crossing arm. 

2. The driver will wait until traffic has halted before opening the service door. 
3. Students who cross the roadway will walk to the end of the crossing arm, walk 

to the center of the road, look for traffic, and then complete the crossing. 
4. Students who do not cross the roadway should immediately walk away from 

the bus and go home. 

BUS STOP 
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Departing the Bus Stop 

 
 
 
 

 
 

1. Watch for and physically account for each student. 
2. Look for small brothers, sisters, and pets near the bus stop. 
3. Check traffic ahead, behind, left, and right. 
4. Deactivate the stop sign, overhead red flashing lights, and crossing arm. 
5. Check the mirrors again for students, siblings, and pets. 
6. Gradually accelerate to leave the area for the next stop. 

 
BUS STOP 
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Stop Sign Use on a 

Two-Lane, Two-Way Road 
 

Who goes? Who stops? 
 

Car A 
must stop. 

Car B 
must stop. 
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Stop Sign Use on a 

Three-Lane, Two-Way Road 
 

Who goes? Who stops? 
 
 

 
 
 
 
 
 Car A  

Stops. 

Two-Way 
Left- Turn Lane 

Car C 
goes. 

Car B 
stops. 

Car D 
goes. 
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Stop Sign Use on a 

Four-Lane, Two-Way Road 
 

Who goes? Who stops? Who crosses? 
 
 

 
 
 
 
 
 
 
 
 

Lane 2 

Lane 1 
Cars A and B 
must stop. 

Lane 1 

Lane 2 

Cars D and E 
may go. 
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Danger Zones—Blind Spots 

 

 
 

 

Passing and 
oncoming cars. 

3 

4 5 

Blind spot—
windshield 
post, 
mirrors. 

SCHOOL BUS 1 

10 feet 

Never 
cross 
behind 
the bus. 

Danger from bus body, door, and tire. 

2 
6 

Blind spot—
windshield 
post, 
mirrors. 

10 
f 
e 
e 
t 
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Emergency Vehicles 

1. Leave sign out. 
2. Yell at students to clear the street. 

3. Let nearby students back onto the bus. 
4. Students on the far side should stay there. 
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Attitude 
 
Defensive driving starts with a good attitude. A professional driver continues to learn 
during his/her career. The driver develops and maintains safe driving skills and learns 
from mistakes. The professional driver realizes that driving defensively is a basic tool of 
the trade. 
 
With a positive attitude, driving habits will improve. There will be respect for the inherent 
risks in driving a school bus. The limitations in the performance capabilities of the 
vehicle will be understood, and the importance of practicing professional techniques of 
defensive driving will be apparent. For a professional driver, there is no room for error. 
 

Collisions and Breakdowns 
 
The responsibility for the bus and students belongs to the driver. The driver must 
reassure the students, secure the scene, and call for help. The driver is responsible for 
the bus and his/her passengers. He/she must know exactly what procedures to follow in 
case an emergency situation arises. The following information will help the driver 
maintain control of the students and the collision/breakdown scene and collect 
information for the collision investigation. Your own school district policies and 
procedures preside over your actions in an emergency situation. 
 
Collision Scene Procedure 
 

 Stop the school bus. Shut off everything. 
 Evaluate the situation quickly. 
♦ If the bus is in danger of being struck again, mark the tires on the ground and 

move the vehicle to a safe spot. 
♦ If the bus cannot be moved, you may have to evacuate the students to a safe 

spot. 
 Secure the scene. 
♦ Put out reflectors. 
♦ Call or send for help. 
♦ Check passengers for injuries and give first aid. 

 Call the transportation office for help. 
♦ The office will call assistance for you. 
♦ If you send students for help, give them the “go for help” card with— 

• Your location. 
• Your needs. 
• The transportation office phone number. 

♦ Never send just one student. Only send students in extreme emergencies or 
when no other option is available.
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 Postcollision procedures. 
♦ Fill out the appropriate district and/or state forms. 
♦ Get the phone numbers and names of any witnesses. 
♦ Obtain the student names, seat locations, and phone numbers. 
♦ Do not leave students unattended. 

 After securing the scene. 
♦ Do not admit fault and talk only to police officers or district administrators. 
♦ Give accurate unemotional statements. 
♦ Do not speak to anyone from the media. If they insist on asking questions, refer 

them to your supervisor. 
♦ Remain calm and professional. 
♦ You may be required to take drug and alcohol tests right away. 

 
What Else Can the Driver Do? 
 

 If the students must leave the bus for safety, you, the school bus driver, must tell 
them which exit(s) to use (side, rear, service door, or roof exits). 

 After the students are off the bus, the school bus driver must get them to a safe 
location and treat any injuries until help arrives. 

 As the students leave the school bus, gather or distribute: 
♦ Reflectors. 
♦ Fire extinguisher. 
♦ First aid kit. 
♦ Body fluid kit. 

Place the two-way radio microphone out driver’s window (that way the driver can 
communicate without entering an endangered bus).  

 
Reference Point Driving 

 
Reference point driving is for all drivers (new and veteran) every time they are 
behind the wheel. Reference point driving is visually matching/covering a point on the 
ground with a point on the bus. Accuracy in determining the reference points, bus 
position, and consistency in speed (fast on wheel—slow on accelerator) are essential to 
successful completion of driving maneuvers.
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Mirror Adjustment 
 
 

Crossview 
Mirror Area A 

Crossview Mirrors 
Together show the 
entire front of the bus 
and each side back to 
the steering tire. 

A 

Flat and Convex Mirrors 
Together show each side of 
the bus 32 feet back and 12 
feet out at the 32-foot point. 
Also, 200 feet straight back 
on each side. 

B 

All side 
distances are 

measured 
from the 

flat/convex 
mirror 

surfaces. 

B B 

Left flat 
mirror  
and 
convex 
mirror. 

Right flat 
mirror  
and 
convex 
mirror. 

12' 12' 32' 32' 

200'' 200'' 

Mirrors work 
together as a 
system! 

Adjust mirrors 
together so 
they do work 
as a system! 
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Mirror Adjustment 

Mirrors work 
together as a 
system! 

All side distances 
are measured from 
the flat/convex 
mirror surfaces. 

Adjust mirrors 
individually so they 
do work together as 
a system! 

200' back 
C 

C 

B 
A flat side mirror 
and 
B side convex mirror 
together. 

32-feet back and 12-feet out at the 
32-foot point—B and C together. 

A crossview  
mirrors 

A 

C 

B 

A 
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The Left Turn 
 

To make a left turn, move the reference point of 
the intersection 3–6 feet before the center of the 
roadway. 
If the bus turns excessively wide, the nearest 
point should compensate for the wide angle of 
the turn. 
 

Center of Intersection 4. 
3. 

2. 

1. 

3–6 

1. Center the bus in the traffic 
lane. 
 

2. Continue straight ahead into 
the intersection until the front 
bumper is 3–6 feet from the 
center of the cross street. (On 
multilane roads, bring the bus 
all the way to the center of the 
intersection.) 
 

3. Turn the steering wheel 100 
percent to the left and 
complete the turn at 7–10 
mph. 
 

4. When completed correctly, this 
turn will place the bus in the 
correct lane. 
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The Right Turn 
The “Tight Corner” 

 
Conventional Bus 

 
 
If there is something in the way that forces you to ignore a “normal” right turn, bring your 
bus out into the cross street before turning the steering wheel 100 percent. As the driver 
of a large vehicle, this is the only option you have. 

 
 
 

Stop sign, 
building, 
tree, ditch, 
etc. 1. 

2. and 3. 

4. 

1. Stop at the stop sign 3–5 or 
more feet from the road edge 
and even with the cross street. 

 
2. Pull straight forward until the 

front of the first right 
passenger window “covers” 
the post on the stop sign. 

 
3. When the stop sign is 

“covered,” turn the steering 
wheel 100 percent to the right. 

 
4. Slowly complete the turn at 10 

mph or less. You will cross the 
center line. 
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The Right Turn 
The “Tight Corner” 

 
Transit Bus 

 
If there is something in the way that forces you to ignore a “normal” right turn, bring your 
bus farther out into the cross street before turning the steering wheel 100 percent. As 
the driver of a large vehicle, this is the only option you have.  
 

Stop sign, 
building, 
tree, ditch, 
etc. 

1 

2 and 3 

4 

1. 

2. and 3. 

4. 

Stop sign, 
building, 
tree, ditch, 
etc. 

1. Stop at the stop sign 3–5 or 
more feet from the road edge 
and even with the cross street. 

 
2. Pull straight forward until the 

back of the first right 
passenger window “covers” 
the post on the stop sign. 

 
3. When the stop sign is 

“covered,” turn the steering 
wheel 100 percent to the right. 

 
4. Slowly complete the turn at 10 

mph or less. You will cross the 
center line. 
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Backing 

Into a Parking Stall 
 
 

A Approaching and Turning Away 
1. The service door is 3 feet from front edge of the parking 

stall. 
2. Turn 100 percent left when the driver’s shoulder is even 

with the (near*, center*, and far*) side of the vacant 
stall. (This depends upon the bus-turning radius.) 

3. Keep the wheel turned 100 percent as you drive away 
from the vacant stall. 

4. Continue driving away until you can align the bus with 
the center of the vacant stall. 

B Backing into the Stall 
1. Watch both mirrors as you back toward 

the vacant stall. 
2. Compare the rear vertical edges of the 

bus with the far end of each painted side 
parking line. (The back of the stall.) 

3. If the rear edge of the bus is getting too 
close to either side line, slightly turn the 
steering wheel in the opposite direction. 

4. Once the bus is aligned, straighten the 
wheel and continue back toward the stall. 

5. Slowly back into the stall until the rear 
bumper or rear wheels “touch” the rear of 
the stall. 

B 

A 

Maintain an even spacing between the rear vertical 
edge of the bus and each painted side parking line. 
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Curb Alignment 
Using the Center of the Hood 

 
1. Park the bus next to a painted line. Keep the steering tire little more than 2 inches 

away from that painted line. 
 

2. Sit erect in a natural position. 
 

3. With both eyes open, sight across the center of the hood to the painted line. The 
point at which the hood center and the curb edge meet is your reference point.  
(The reference point may be the center of the hood or a point to the left or right of 
center.) On transit buses, the reference point may be along the dash, center post, 
wiper blade, defroster fan, etc. 
 

4. Once the reference point is established, travel along the painted line and maintain 
the 2-inch distance from the curb edge. This requires some practice! 
 

5. If you’re too far from the curb, move the reference point to the left. If you’re too 
close to the curb, move your reference point to the right. 

 

Road edge 

Adjust left or right of center within this area 

Hood ornament 
Center of hood

Road edge 

Top view 

12"–18" 2"–4" 

The bus does not have to be parallel to the curb to be parked.
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Curb Alignment 

Using the Right Crossover Mirror 
 

 
 
 

1. Move slowly toward the curb and concentrate on the right front wheel in the 
crossover mirror. 

2. At point “B,” continue to get closer until there are about 2–4 inches between 
the wheel and the curb edge. Continue maintaining this distance and practice 
this skill. 

Rearview mirror 

Crossover mirror 

Curb edge 

2–4 inches 

Right front 
steering tire 

A

B
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Defensive Driving 
 
Defensive driving definition: Driving to prevent collisions despite the actions of 
others or the presence of adverse weather conditions. 
 
An area that often separates a “professional driver” from an “amateur” is defensive 
driving. A school bus driver is a professional driver. This means and includes: 
 

♦ Having the necessary skills and being competent in using them. 
♦ Knowing the correct thing to do and doing it accurately every time. 
♦ Knowing and following the RCW and the WAC. 
♦ Knowing and practicing pertinent district policies and procedures. 

 
There is no room for error. Mistakes can result in injuries and fatalities. The professional 
driver needs to set aside emotions, mental stress, and frustration to arrive at the 
intended destination safely and comfortably. This often means bearing the brunt of 
another driver’s mistake. You can never allow the actions of others to affect your safe 
driving. 
 
As a good defensive driver, you will: 
 

♦ Inspect your vehicle carefully and correctly. 
♦ Handle your vehicle skillfully. 
♦ Know and use all safe driving practices. 
♦ Know how to drive on all types of roads in different types of weather. 
♦ Know the hazards of drugs, alcohol, fatigue, stress, and impatience when driving. 
♦ Keep a positive attitude so you can drive collision free. 

 
Safety and Courtesy 
 
Driving courteously is a part of driving safely. School buses are very visible to the public 
and should present a professional image. Showing the public a professional image 
includes: 
 

♦ Driving in the outside lane of multiple lane roads except for turning or passing—
do not drive side by side with other large vehicles on multiple lane roads. 

♦ Signaling your intent well in advance and maintaining the bus position properly in 
the lane, thereby allowing traffic to clear before you turn. 

♦ Remembering that the rear of the bus will swing wide when turning. Be sure to 
allow enough lane room to turn properly so you are not interfering with 
pedestrians and/or vehicles in adjacent lanes. 

♦ When you have a safe opportunity, pull completely off the road to allow traffic 
buildup to pass. 

♦ Be careful not to splash pedestrians when driving on wet roadway. 
♦ Yield your right of way, if necessary, to avoid a problem. 



Section 3—Driving Requirements 
 
 

School Bus Driver Handbook 50 August 2010 (revised) 

Reflector Placement 
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Reflector Placement 

100' 

S 
C 
H   B 
O   U 
O   S 
L 

S 
C 
H   B 
O   U 
O   S 
L 

10' 

100' 

200' 100' 

10' 



Section 3—Driving Requirements 
 
 

School Bus Driver Handbook 52 August 2010 (revised) 

Reflector Placement 
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Emergency Situations and Procedures 
 
The level of driver awareness and anticipation usually determines the difference 
between a close call and a collision. Emergency situations can occur that require instant 
and accurate responses. 
 
Potential Driving Emergencies are: 
 

 Brake failure 
♦ Take foot off accelerator. 
♦ Grip steering wheel firmly. 
♦ Pump brake pedal repeatedly—hydraulic only. 
♦ Use firm steady pressure—air only. 
♦ Shift to lower gear. 
♦ Rub fender against cliff or run into bushes before picking up speed. 
♦ Turn tire against curbing if on a steep city hill. 
♦ Stop. 
♦ Engage parking brake. 
♦ Turn off ignition. 
 

 Running off the pavement 
♦ Release accelerator. 
♦ Keep firm grip on steering wheel. 
♦ Resist urge to return to pavement immediately. 
♦ Straddle pavement edge until vehicle is moving slowly. 
♦ Ease back onto pavement—do not accelerate. 
♦ Keep eyes on path of travel. 
 
 A tire blow-out 
♦ Keep firm grip on steering wheel. 
♦ Keep wheels as straight as possible. 
♦ Gradually release accelerator. 
♦ Pump brakes lightly. 
♦ Reduce speed to 15 mph or less before pulling off roadway. 
♦ Have vehicle well off the road to change tire. 
 

 A stuck accelerator 
♦ Pump accelerator pedal with several sharp jabs to release. 
♦ Put into neutral gear. 
♦ Apply brakes and pull off roadway. 
♦ Turn off ignition. 
 

 Recovering from a skid 
♦ Avoid braking unless absolutely necessary. 
♦ Steer and look in the direction that you want to go. 
♦ Don’t lock up the brakes when vehicle starts skidding. 
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 Driving on snow and Ice 
♦ Drive at reduced speed—skidding is usually a sign of operating too fast for 

conditions. 
♦ Do not make sudden changes in speed or direction. 
♦ When starting, accelerate gradually for optimum traction. 
♦ To slow down, apply steady pressure to brake pedal. 
♦ To recover from a skid, immediately steer in the direction in which you want the 

bus to go. 
♦ Increase following distance—it takes three to 12 times as long to stop on ice and 

snow than on dry roads. So, instead of 4-second following distance, you might 
choose 12 to 15 seconds. 

♦ To stop, tap the brakes one to two times/seconds to slow the bus without 
breaking the traction between wheels and snow. Light, steady brake pressure is 
okay as long as wheels do not slide or lock up. 

♦ If available, use sanders to provide slow speed traction when stopping and when 
starting up on slippery surfaces. 

♦ Drop sand the last 10 feet before coming to a stop so you can start up more 
easily. 

♦ Only use sand when necessary and an amount necessary so you won’t run out 
before you can refill. 

 Use chains when necessary. 
♦ Chains cut stopping distances in half, and they give four to seven times more 

traction for starting up and climbing hills. 
♦ Slow speeds are a must when driving with chains. 
♦ Avoid driving with chains on bare pavement as much as possible (if unavoidable, 

drive 15 mph). 
♦ Remember: chaining up is not a sign of a lack of driving skill, but the action of a 

professional driver responding to hazardous conditions. 
♦ Remember, melting ice and snow (about 32 degrees) is more slippery than when 

temperatures are below freezing. 
♦ Be careful of bridges and overpasses—they are the first to freeze and the last to 

thaw in cold weather. 
 

 Driving in fog and rain 
♦ Drive slower—fog and/or rain reduces visibility.  
♦ Drive with headlights on low beam when in fog. 
♦ Reduce speed— wet pavement requires a longer stopping distance. Heavy 

rain/standing water can lead to hydroplaning (partial or total) unless speed is 
slow enough to keep traction between the tire and the road surface.  
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 Downed power wires 
♦ Wires touching the bus. 

• If a wire comes down on top of the bus, stop the bus and remain inside. 
• Do not move the bus—wait for the linemen to turn off the power to the wire. 
• Remember that if someone from outside touches the bus, that body becomes 

a path to ground. 
• If there is danger of fire and you and your passengers have to leave the bus, 

everyone must jump out (do not touch the bus and ground at the same time), 
simultaneously land on both feet, and shuffle out of the area. Fold your arms 
across your chest as you jump to reduce the chance of reaching out or 
touching the bus. 

 
 Blinding headlights 
♦ Slow down. 
♦ Dim lights, even though the other driver does not. 
♦ Pull to the right of traveled lane in order to give the other driver room. 
♦ Look at right edge of road or fog line. 

 
 Headlights failure 
♦ Slow down—follow roadway. Try other lights: high or low beam, turn signal, 

parking lights, fog lights, brake lights. 
♦ Pull to the right of travel lane. 
♦ Follow a vehicle with active lights. 
♦ Stop in a safe location as soon as possible. 

 
 Bus stalled on railroad tracks 
♦ If train is coming, evacuate the students from the vehicle in the direction the train 

is approaching and at a 45 degree angle away from the tracks. 
♦ If train is not coming: 

• Standard transmission: place gearshift in low or reverse, engage clutch, and 
engage starter. 

• Automatic transmission: move gearshift through gears and return to neutral 
position and reengage starter. 

• If these do not solve the problem—evacuate the bus! 
 

 The hood flies up 
♦ Decelerate as rapidly as safely possible. 
♦ Look between upraised hood and engine area. 
♦ Look ahead out of driver’s side window. 
♦ Do not cross center line. 
♦ Pull off roadway as soon as possible. 
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 Steering fails 
♦ If hard steering develops, pull off road and check for low tire pressure, broken 

power steering belt, or broken fluid hose. 
♦ For complete steering failure, grip steering wheel firmly. Apply brakes with steady 

pressure to prevent skidding. 
 

 Bus catches on fire 
♦ Pull off roadway and turn off engine. 
♦ Cut off electrical power, if possible. 
♦ Evacuate the bus. 
♦ Use a fire extinguisher if you can do so safely. 
♦ Throw mud, dirt, or snow on blaze. 
♦ Smother flames with coat or blanket. 
♦ Your first concern should be your safety and that of your passengers. 

 
 Striking an animal 
♦ A driver of a school bus should never swerve or make an emergency stop to 

avoid hitting an animal. Grip steering wheel firmly. The safety and well being of 
passengers and fellow motorists must come first. Should an emergency stop or 
swerve be made and an on-bus injury or collision results, the driver may be held 
responsible. 

♦ Hitting an animal and leaving the scene may be considered “hit and run” driving.  
• If the school bus has no passengers, stop in a safe place and locate the 

owner of the animal by asking around the neighborhood, or leave your name, 
address, and transportation office phone number. 

• If the school bus has students on board, it is recommended you continue on 
your route and notify the proper authorities as soon as possible. (This does 
not mean at the end of your shift.) 

• If bus is two-way radio equipped, call in a predetermined code phase along 
with location of incident. 

• Be totally familiar with your school district policy and be sure to follow it. 
 

 Bee in vehicle 
♦ If you are very afraid of bees, manage your own fear and ignore the fear of your 

passengers. 
♦ Stop the bus at a safe location. 
♦ Open windows, doors, etc., and allow the bee to leave the bus. 

 
 Physical emergencies affecting the driver 
♦ Dirt in eye, violent coughing, or sneezing attack—signal, slow down, and stop at 

safe location until condition is corrected. 
♦ Dropped articles—do not try to retrieve anything from floor of vehicle while 

vehicle is moving. Stop. Then recover or dispose of dropped item. 
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 Submerged vehicle 
♦ Open side windows, or knock out back window. 
♦ Escape through open window before water reaches window level, if possible. 
♦ If vehicle sinks rapidly, move to the area of passenger compartment opposite the 

engine location to breathe trapped air while planning how to escape (engine 
location will tend to sink first). 

 
 Roadway with ruts and holes 
♦ Reduce speed. 
♦ Avoid obstructions.  
♦ Maintain firm grip on steering wheel with thumbs outside of the interior of the 

wheel. 
♦ Before wheel drops in rut or hole, let up on brakes so wheel will turn. 

 
Fuel Conservation 

 
Bus Idling/Diesel Exhaust 
 
Beginning with the 2002–03 school year, the Environmental Protection Agency (EPA) 
has asked school districts to voluntarily establish idling restrictions for school buses. 
According to the EPA, some health studies have shown that exposure to diesel exhaust 
may increase the risk of lung damage and severity of asthma attacks as well as a 
possible increase of cancer risk. Other studies indicate that there may be little increased 
risk to drivers and their passengers. Testing will continue to determine the effects of 
diesel use. Children’s respiratory systems are not fully developed, and that means they 
breathe twice as much air as adults per pound of body weight. Restricting idling could 
greatly reduce the possibility of harmful exposure. Until conclusive results are available, 
the EPA has made the following recommendations that drivers should be aware of: 
 

♦ Turn off engines upon reaching the school or as soon as engine specifications 
permit. 

♦ If severe climate conditions require idling, idle buses off school grounds and only 
as long as necessary. 

 
Your district may have already instituted an idling policy or procedure. Know your 
district’s guidelines and follow them. 
 
Limit Warm-Up Time in Place 
 
Drivers can complete most of their pre-trip inspection without the engine running. The 
additional pre-trip time with the engine running will allow drivers to complete the 
electrical portion of the inspection and should take no more than five minutes. Air-brake 
equipped school buses need only be run long enough to build air pressure prior to 
departure from the bus garage (three to five minutes). School buses with hydraulic 
braking systems need no more than a 30-second warm-up. Time must be allowed for 
inspection of necessary items. 
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Continue Warm-up Time Driving at Low Speed on the Road 
 
While a cold engine doesn’t get the fuel mileage it would when warm, much more than 
zero miles per gallon will be achieved by driving the bus. (When using minimal warm-up 
time, drivers should drive slowly until the temperature gauge reads 140 degrees or 
“normal operating temperature”). 
 
The engine will get hotter with longer idle time, but the rest of the vehicle’s parts can 
warm up when the vehicle is moving. To really save fuel, the engine, transmission, tires, 
and all the moving parts have to be warmed. After the three- to five-minute warm-up, 
drive at low speeds (25 to 35 mph) for the first few blocks to warm the rest of the bus. 
(Only when it is very cold will a longer warm-up distance be needed.) 
 
Acceleration 
 
Accelerating too gently—or too hard—wastes fuel. As a bus begins to move, inertia and 
surface rolling resistance must be overcome. This requires a great deal of fuel—as 
much as three times the amount needed to maintain a cruising speed. Also, lower gear 
ranges used in acceleration (and low speeds) use more fuel. So, when getting 
underway, the most fuel-efficient thing to do is accelerate briskly and steadily (without 
flooring it), and shift up through the gears to cruising gear as soon as possible without 
lugging the engine. This reduces the time driving in the lower, less fuel-efficient gears.  
A bus accelerating in higher, more fuel-efficient gears is your goal. 
 
Moving up Hills 
 
Moving out from a stop on level ground requires one acceleration technique; moving up 
a hill requires another. The greater the degree of slope the vehicle has to climb, the 
more power needed to maintain speed. By accelerating just before ascending a hill, 
better momentum is gained for less fuel than if one accelerated against the resistance 
of the grade. By easing off the accelerator near the top of the hill, one allows the bus’s 
momentum to carry it over the crest and use less fuel. Drop “one gear lower than 
normal” when going up a hill. “One gear lower than normal” seems vague but consider 
this: If gear 4 gets one up a hill without lugging the engine, use gear 3 with a bit more 
r.p.m. Follow your district’s policies. 
 
Maintaining Fuel-Efficient Speed 
 
All vehicles have a speed range in which they can achieve their best fuel economy. The 
fuel-efficient speed range varies from vehicle to vehicle, but most are more efficient at 
speeds between 25 and 45 mph of smooth and steady driving. Braking or accelerating 
more than necessary wastes time and fuel. The slightest pressure on the brake or 
accelerator or the slightest direction of the steering wheel costs fuel even when one is 
not aware of it! Speed fluctuations generally mean that a driver accelerates 
unnecessarily, has an unsteady foot on the throttle, is indecisive, or all of the preceding. 
Pumping the pedal is especially wasteful, whether starting the vehicle, just getting 
underway, going up a hill, or trying to maintain driving speed. 
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Anticipating Traffic Conditions 
 
Anticipation and fuel-efficient responses to traffic conditions can save more fuel than 
any other driving behavior, particularly in city driving and rush hour. This allows 
deceleration, rather than constant braking, which gives the greatest fuel mileage of all. 
Anticipate sudden lane changes or braking by other commuters. Avoid driving in a 
“pack” that constantly slows and speeds. This decreases fuel mileage. By looking 12 
seconds ahead, unnecessary braking, acceleration, and small but wasteful changes in 
speed and steering can easily be avoided. This practice also reduces stress caused by 
being trapped behind slower moving vehicles or being forced into making last-second 
changes. 
 
Tire Pressure 
 
Drivers should have access to an air pressure gauge and be taught to use it. Tires 
should always be inflated to their maximum recommended air pressure. Underinflation 
of even one tire can reduce miles per gallon by 3 to 5 percent. Tires should be checked 
at least once a week in order to get an accurate reading. Tires should always be 
checked when they are cold. 
 
Student Management Can Save Fuel 
 
Practicing good student management adds to fuel efficiency. 

 
♦ Students should immediately go to their respective seats to avoid prolonged 

waiting time at bus stops. 
 

♦ Students must be taught to anticipate leaving the bus at their stop. They should 
gather their belongings ahead of time, not dawdle coming down the aisle or 
crossing the street. At the preceding stop, drivers might even have the students 
for the next stop move up to the front of the bus, especially if the group is a large 
one. 

 
Stacking Buses 
 
Avoid “stacking” buses as they leave the yard. If buses are lined up to leave, the 
engines should be turned off until departing traffic clears.   
 

Rules of the Road 
 
(See Resources, page 91, for selected paragraphs of Title 46 RCW, Section 61.) 
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Certain vehicles must stop at railroad crossings (RCW 46.61.350). 

Stop 15 to 50 feet from nearest 
rail. 
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Use turnouts when 
they are available. 
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Activate four-way hazard lights at the round R.R. crossing sign. 
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Turn signal required (RCW 46.61.305). 
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Pedestrians have the right-of way on sidewalks (RCW 46.61.26).  
All vehicles must yield! 
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Drivers should exercise care when approaching pedestrians on the 
roadway (RCW 46.61.245). 

 

Every intersection in the state of 
Washington, whether marked or  
not, is a pedestrian crosswalk. 
(Washington Driver’s Guide) 
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Vehicles emerging from driveways, alleys or buildings, including 
educational buildings, must yield the right-of-way to pedestrians on 
the sidewalk and traffic on the roadway (RCW 46.61.365). 
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Vehicles backing on the roadway must back with safety and not 
interfere with other traffic (RCW 46.61.605). 

It is strongly advised that you 
always back onto the least 
traveled portion of the road! 
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Two-Hatch Roof Evacuation 

Roof 
Hatch 
Door 

Roof 
Hatch 
Door 

Students leave the bus and take 50 steps (100 feet) behind/away from the 
bus and gather into a group. 
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Pre/Post-Trip Inspections 
 

The driver is an important part of a successful maintenance program. Drivers are most 
intimately acquainted with the operation and performance of their equipment/vehicle, 
and so they should be the first to recognize that something is wrong with the unit. The 
pre- and post-trip inspections are the first step in establishing a long life for the 
equipment. 
 
There are many versions of a pre-trip inspection available to workers in the 
transportation business. Please keep in mind that state and federal laws require a  
pre-trip inspection by the driver. 
 
WAC 392-145-020 (8) states: School bus drivers, prior to commencement of any trip, 
shall assure that the windshield and rear window of the bus are clean.   
 
WAC 392-145-020 (11) states: School bus drivers shall be certain that all brakes, lights, 
stop signs, warning signal lamps, and other safety devices are working properly before 
starting on any trip and shall assure that the bus is equipped with a first aid kit and a fire 
extinguisher.  
 
The following are some general steps for a pre-trip inspection. This is a suggested list. 
Hopefully, the person who memorizes this information will have no trouble 
demonstrating his/her skills. Districts should have a developed procedure for performing 
and documenting your daily pre-trip inspection. 
 

 As one approaches, look for vehicle problems, e.g., fluids on the ground, hoses, 
wires hanging, etc. 

 Insert the key in the ignition. 
 Check the engine compartment for coolant, engine oil, power steering fluid, etc. (as 

required by the district). 
 Check suspension, brake condition, wheel condition, rim condition. 
 Start the bus. 
 Set the engine speed at manufacturer’s suggested r.p.m. 
 Check and read gauges and warning buzzers and lights, oil pressure gauge, 

voltmeter, etc. 
 Look for glass and body damage along the front and right side of the bus. 
 Check the right emergency door (if there is one). 
 Check all lights and the emergency exit at the rear of the bus. 
 Look for glass and body damage along the front and left side of the bus. 
 Check the left side emergency door. 
 Check the air tank—on either the left or right side. 
 Check the stop sign for damage and proper operation. 
 Check all lights at the front of the bus. 
 Check all steps, aisles, and seats for damage. 
 From the interior, check the side, top and rear emergency exits. 
 Locate and check the first aid kit, reflectors, spare fuses, fire extinguisher, and body 

fluid kit. 
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The key to pre-trip inspection is routine. Within your district’s written procedures, 
develop your own routine for conducting the inspection. By performing your inspection 
the same way each time, you are more likely to check all of the required items. 
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Mirror and Adjustment 
 
The mirror systems on school buses are described on pages 27 and 28 of the School 
Bus Specifications Manual (effective September 1, 2001). 
 

 Mirror systems shall: 
♦ Meet or exceed FMVSS 111 (49 CFR 571.111). 
♦ Be easily adjustable, yet mounted to reduce vibration. 

 
 The three mirror systems are: 
♦ Interior rearview. 
♦ Exterior rearview. 
♦ Crossview. 

 
Interior Rearview Mirrors 
 

 Minimum specifications: 
♦ Clear view safety glass. 
♦ Flat (unit magnification, i.e., 1 to 1). 
♦ 6 x 16 for A-1 and A11 buses. 
♦ 6 x 30 for B, C, and D buses. 
♦ Be metal backed and framed. 
♦ Rounded corners and protected edges. 

 
 Performance requirements: 
♦ Clear view of pupils and roadway to rear. 
♦ Possible reference point(s). 
♦ Adjust mirror so the view is just above the upper portion of the upper window line 

at the rear of the bus. 
 
Exterior Rearview Mirrors 
 

 Minimum specifications: 
♦ One left—one right. 
♦ Flat (unit magnification, i.e., 1 to 1). 
♦ Minimum 40 square inches for A-1 and A-11 buses. 
♦ Minimum 50 square inches for B, C, and D buses. 

 
 Performance requirements 
♦ Clear view of the left and right sides of the bus. 
♦ Clear view to rear of bus for a minimum of 200 feet. 
♦ Clear view of rear tires at ground level. 
♦ Clear view of 12 feet out to the left and right of the bus at a point 32 feet back 

from front bumper. 
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Note: Additional mirrors may be used to meet this standard and shall be flat or have 
a minimal curvature. They must be 25- to 30-square inched minimum, depending on 
bus type. 
 

 Possible reference point(s) 
♦ Adjust mirror so the rear most clearance light is just out of view at the top portion 

of the mirror. 
 
Note: For buses equipped with rearview convex mirrors or mirrors with convex 
sections, adjust mirror so the midpoint of the passenger window appears to meet in 
the upper corner of the mirror and progresses toward the opposite lower corner, i.e., 
upper right to lower left. 

 
Crossview Mirrors 
 

 Performance requirements only: 
 
Shall provide indirect vision (in mirrors) to the following areas not observable by 
direct vision: 
 
♦ From ground level directly below the full width of the front bumper, vertical and 

forward until direct vision occurs. 
♦ From ground level around the left and right front corners of the bus, vertical and 

to the sides until direct vision occurs. 
♦ Left and right sides of the bus to include: 

• Front tires at ground level. 
• Service entrance. 
• Rearward on each side to a point where it overlaps with rearview mirror 

system. 
♦ Size reduction characteristics shall be no more than necessary to meet standard. 

 
Possible Reference Points(s) 
 
When locating a reference point for crossview mirrors, the driver will need to adjust 
them in accordance with the performance standard and then establish a reference point. 
 

General Radio Procedures 
 
If the vehicle you are operating is equipped with a radio, you are encouraged to use it.  
However, sensible use of the radio is essential if the communications system is going to  
be effective. Consider this, if the information you are about to transmit will assist you in 
doing your job or will provide assistance to someone in need of help, it may rightfully be 
broadcast. 
 
All laws, rules, and regulations of the Federal Communications Commission (FCC) 
should be strictly adhered to. 
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To properly operate the transmitter, pause briefly after the transmitter has been 
activated before starting to speak. This will eliminate the possibility of clipping the first 
portion of the transmission.   
 
Avoid all unnecessary transmission. 
 
Before transmitting, listen on the frequency so as not to interfere with others who may 
be using the radio at that time. If the frequency is being used for an emergency 
transmission, do not transmit unless you have information of equal or higher priority 
and, even then, share the frequency as much as possible and follow the directions of 
the control station (dispatch). 
 
Arrange your information before transmitting. Speak slowly and clearly. 
 
Keep your voice as natural as possible. Emotion tends to distort the voice and make it 
difficult to be understood.   
 
Acknowledgment of a transmission indicates not only that the information was received, 
but also that the action to be taken is understood. 
 
It is unlawful: 
 

♦ To transmit superfluous signals, messages, or communications of any kind. 
♦ To use profane, indecent, or obscene language. 
♦ To willfully damage or permit radio apparatus to be damaged. 
♦ To cause unlawful or malicious interference with any other radio communication. 
♦ To intercept and use or publish the contents of any radio message without the 

express permission of the proper authorities in your department. 
♦ To make unnecessary or unidentified transmissions. 

 
Be sure to become familiar with all of your district’s policies and procedures regarding 
radio use and transmissions. 
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Special Services 
 

Section 504 of the Rehabilitation Act of 1973 (Section 504) 
Individuals with Disabilities Education Act (IDEA) 

 
The laws prohibit school districts from discriminating against students with disabilities such as 
denying them transportation “solely by reason” of their disability. 
 

 The objective of Section 504 is to remove barriers—physical, definitional, administrative, 
psychological, or otherwise—to participation by or service to students with disabilities. 
Moreover, a school district must make “reasonable accommodation” to transport the 
student if that is necessary; thus, a school district cannot avoid charges of discrimination 
under Section 504 by offering a student with disabilities exactly the same services available 
to a student without special needs when it is apparent that the student with special needs 
will be unable to use the service. 

 
 The objective of IDEA is broader and more specific than Section 504. Congress wanted, 

first, to be sure that schools in fact were providing students with disabilities with the same 
access to public education in much the same educational setting that they were providing 
students without disabilities. Its second objective was to be sure that the educational 
services being provided were the ones needed by the student, i.e., appropriate to the 
student’s individual needs. 
 

 To realize these objectives, IDEA requires that: 
♦ Each qualified student with disabilities is provided a free appropriate public education 

(FAPE). 
♦ FAPE consists of any special education programming and related services the student 

requires, including transportation. 
♦ Each student’s needs are to be determined individually by qualified personnel using test 

instruments designed for that student’s disability. 
♦ The student’s present capabilities, anticipated needs and goals, and a method for 

measuring them be stated and revised at least annually in an individualized education 
program (IEP). 

♦ Based on the IEP, the student receives those services in the least restrictive 
environment (LRE), i.e., in a setting as close to the one the student would be placed if 
he/she did not have special needs, differing only to the extent necessary to provide 
necessary service. LRE applies to related services as well. 

♦ Parents consent to and be consulted about their child’s education program and 
placement and, in the event they disagree with school district proposals, have 
the right to challenge any aspect of the program by invoking procedural 
safeguards, which include the right to go to hearing. 

 
Under federal law, if a school district provides transportation to and from school for students 
without disabilities, it must transport students with disabilities to special education programs. If 
it does not provide transportation generally, transportation for a student with disabilities 
probably will still be required, particularly if the student is identified as disabled under IDEA. 
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When the student is being provided special education under Section 504, special 
transportation may not be required. Many of these students will be provided transportation on 
basic education routes. 
 
Drivers 
 
Drivers of students with disabilities have to be understanding, congenial, 
compassionate, dedicated, and have positive attitudes toward students and parents, as 
well as school staff and fellow drivers. They must be readily adaptive to continuous 
change in service and behavior patterns of the passengers transported. 
 
The school bus driver should inform dispatch about the types of changes that can affect 
special education routing. Examples of this could be the following: 
 

♦ Safety concerns in a student’s neighborhood. 
♦ Road construction and traffic revisions. 
♦ Building construction. 
♦ Location of new traffic light installation. 
♦ Changes in student environment at residence or residential parking that blocks 

driveway. 
♦ Speed bumps and other devices that might affect route time. 
♦ Any changes in a student’s equipment, wheelchairs that need repair, additional 

life support apparatus or equipment. 
♦ A change in the ability to safely store life support equipment or additional articles 

on the bus. 
♦ Missing seatbelts or safety vests that might have been taken or left at home. 
♦ Last minute daycare information given to the driver by the parent/guardian. 
♦ Furnish dispatch with a seating chart for each group transported. 
♦ Report any serious personality conflicts between students that may require 

separation. 
 
Behavior Management Tools 
 

♦ Praise significant behavior, not just everybody and everything. 
♦ Be specific by naming the behavior. Praise can become habitual with “goods,” 

“okays,” and “all rights.” 
♦ Consider when you praise. You may have more success delivering quiet 

individual praise rather than praising individuals before the whole bus. 
♦ Avoid the same phrases all the time. Try something new. Different words and 

different phrases provide interest. 
♦ Be consistent with verbal and nonverbal praise. 
♦ Demonstrate the behavior you want the student to exhibit. 
♦ Smile and maintain eye contact. 
♦ Ask the student to repeat your verbal directions. 
♦ Explain any changes in the route or schedule prior to implementing them.
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Emergency Procedures 
 
Drivers should be aware of and understand the abilities and limitations of their special 
education passengers and should consider, in an emergency situation, the following: 
 

♦ Which students are likely to injure themselves or others or may be severely 
uncooperative during emergency evacuations. 

♦ Which students are able to follow directions and proceed on their own. 
♦ Which students are able to proceed safely during evacuation procedures without 

risk of injury. 
 
Wheelchairs 
 
There are many kinds of manual and electric wheelchairs on the market today. 
Whenever possible, wheelchairs should be evaluated before transporting. Each has its 
own special equipment and means of securing. When transporting, it is important to 
remember that the brakes must be locked on the wheels of the chair. The chairs should 
be forward facing. Should the securing device on your vehicle include a separate 
system of belts for the student, the belts should be color coded so as not to confuse 
them with the chair-securing belts. While there are a multitude of manual wheelchairs 
available, there are an even greater variety of electric chairs, which you might 
encounter. Again, it is important that you familiarize yourself with these chairs to provide 
optimum safety for the student.  
 
You should be aware that in addition to the requirements for securing manual 
wheelchairs, electric chairs should be shifted into the neutral position so that they are 
not accidentally “driven” by the student while on the bus. In addition, the batteries 
should be the sealed lead acid type or contain dry or gel electrolyte and be secured to 
the chair. When loading, be sure that chairs are completely on the lift and that all four 
wheels are on the platform of the lift. Lock the brakes to prevent the chair from moving 
while on the lift. If the lift has variable speed capabilities, lift the student at a safe speed. 
Make sure that the lift is even with the ground or bus floor before attempting to move the 
chair, and remember to store the lift control out of reach of your students.  
 
Safety Restraint Systems 
 
There are many situations that could require the use of one or more safety restraint 
systems. The systems could be comprised of seatbelts used in conjunction with child 
safety seats or safety vests. These situations should be evaluated on a case-by-case 
basis and discussed between a driver and the driver trainer to determine the most 
appropriate system to use in each situation. According to Washington State law, anyone 
sitting in a seat equipped with seatbelts must use them.  
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The Role of the Parent or Caregiver in Transportation 
 
It is essential for the parent or caregiver to take part in the discussion of the child’s 
transportation needs as well as educational needs. This discussion may take place 
during the IEP process. School transportation staff is entitled only to necessary 
information about the medical or behavioral condition of the child and any special care 
that might be necessary for the safety of the student while being transported. It is 
important for parents to provide updates on their child’s condition as necessary. 
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Resources 
 

OSPI 
Office of Superintendent of Public Instruction 

Pupil Transportation 
www.k12.wa.us/transportation 

 
NAPT 

National Association for Pupil Transportation 
www.napt.org 

 
WAPT 

Washington Association for Pupil Transportation 
www.wapt4u.org 

 
NHTSA  

National Highway Traffic Safety Administration 
www.nhtsa.dot.gov 

 
NASDPTS  

National Association of State Directors of  
Pupil Transportation Systems 

www.nasdpts.org 
 

NTSB 
National Traffic Safety Board 

www.ntsb.gov 
 

Conferences 
 

 WAPT 
Held annually at the end of June in Pasco.  Includes the state school bus safety 
competition and special needs safety competition. 

 
 Transporting Students with Disabilities 

Held annually in early March, four days, Wednesday through Saturday. Location 
varies. (This is a national conference.) 

 
 Special Education and the Law 

Held annually in late September, alternating between Yakima and Portland. Monday 
through Wednesday. Reviews court cases and legal aspects of IDEA, etc. 

 
 Exceptional Needs—Exceptional Service 

“The Gathering.” Held first part of October at ESD 112. Deals with transportation 
issues for special needs. 
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Glossary of Acronyms 
 

ACCT Agency Council on Coordinated Transportation 
ADA Americans with Disabilities Act 
ADD attention deficit disorder 
ALA Arbitrary List of Acronyms 
BD behaviorally disabled 
CFR Code of Federal Regulations 
CVEO commercial vehicle enforcement officer 
DARE Drug Abuse Resistance Education 
DD developmentally delayed 
DHHS Department of Health and Human Services 
DOT Department of Transportation/Dictionary of Occupational Titles 
EBD emotional/behavioral disability 
ECEAP Early Childhood Education and Assistance Program 
ESA educational staff associate (i.e., R.N., O.T., counselor, C.L.P., 

psychologist) 
ESD educational service district/Employment Security Department 
ESEA Elementary and Secondary Education Act 
ESL English-as-a-second language 
FAPE free appropriate public education 
FERPA Family Education Rights and Privacy Act 
FMVSS Federal Motor Vehicle Safety Standard 
FTE full-time equivalent 
GIS Geographical Information Systems 
IDEA Individuals with Disabilities Education Act 
IEP individualized educational program 
L&I Labor and Industries 
LAP Learning Assistance Program 
LD learning disability 
LEA local educational agency 
NAPT National Association for Pupil Transportation 
NASDPTS National Association of State Directors of Pupil Transportation Systems 
NHTSA National Highway Traffic Safety Administration 
OSPI Office of Superintendent of Public Instruction 
OT occupational therapist or occupational therapy 
PT physical therapist or physical therapy 
RCW Revised Code of Washington 
SLD specific learning disability 
SPI Superintendent of Public Instruction 
TSE traffic safety education 
USC United States Code (federal law) 
WAC Washington Administrative Code 
WAPT Washington Association for Pupil Transportation 
WIAA Washington Interscholastic Athletic Association 
WTSC Washington Traffic Safety Commission 
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Chapter 392-144 WAC 
School Bus Drive Qualifications 

 
WAC 392-144-005  Purpose and authority.  (1) The purpose of this chapter is to set 
the minimum standards and qualifications for public school district employees and 
contractors operating school buses for the transportation of school children. 
 (2) The authority for this chapter is RCW 28A.160.210. 
 
WAC 392-144-010  Chapter requirements--Employment.  The requirements in this 
chapter shall not limit discharge, nonrenewal of contracts, or other employment action 
by employers of such drivers. 
 
WAC 392-144-020  Definitions.  The definitions in this section apply throughout this 
chapter unless the context clearly requires otherwise: 
 (1) "School bus driver" means a person, who is employed by a school district 
including contracted drivers under WAC 392-144-040 (1) and (2) and as part of that 
employment or contract, operates a school bus as defined in WAC 392-143-010, or 
other motor vehicles for the regularly scheduled transportation of students between 
home and school.  School buses shall be operated by authorized school bus drivers 
when transporting students.  An authorized school bus driver may also transport 
students on field trips and other school related activities. 
 (2) "A school bus driver's authorization" means an authorization issued by the 
superintendent of public instruction indicating that the person has met the requirements 
to operate a school bus or other motor vehicle for the purpose of transporting students 
to and from school routinely on scheduled routes and/or school activities.  A school bus 
driver must be authorized prior to transporting students and such authorization shall 
continue in effect as long as the person continues to meet the requirements of this 
chapter.  A school bus driver authorization is not valid if suspended, revoked or lapsed. 
 (3) "School bus driver instructor's authorization" means an authorization issued 
by the superintendent of public instruction to a person successfully completing the 
superintendent of public instruction approved school bus driver instructor course.  This 
authorization qualifies a person to train and verify the training of school bus drivers.  
This authorization shall lapse unless the holder successfully completes an annual 
school bus driver instructor's in-service course. 
 (4) "School bus driver training course" means a course established by the 
superintendent of public instruction and taught by an authorized school bus driver 
instructor.  This course shall be successfully completed by all applicants for a school 
bus driver's authorization. 
 (5) "School bus driver annual in-service training course" means an annual course 
taught by an authorized school bus driver instructor.  The content and minimum time 
requirements of such course shall be annually determined by the superintendent of 
public instruction and shall be required to be completed no earlier than August 1st and 
no later than November 1st by all authorized school bus drivers. 
 (6) "School bus driver instructor's course" means a training program authorized 
by the superintendent of public instruction to qualify a person as a school bus driver 
instructor. 
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 (7) "School bus driver instructor's annual in-service course" means an annual 
required course, the content of which shall be determined by the superintendent of 
public instruction.  Successful completion of this course prevents the instructor's 
authorization from lapsing. 
 (8) "Serious behavioral problem" includes, but is not limited to, conduct which 
indicates unfitness to carry out the responsibilities related to the occupation or job 
performance of transporting children, such as:  Dishonesty; immorality; or misuse of 
alcohol, a controlled substance, or a prescription drug; or furnishing alcohol or 
controlled substances to a minor or student.  It does not include the orderly exercise 
during off-duty hours of any rights guaranteed under the law to citizens generally, 
except where such conduct indicates a safety risk for the transportation of students. 
 (9) "Medical examiner's certificate" means a written verification of passing a 
medical examination in accordance with the standards established in 49 CFR 391.41 
through 391.49, of the Federal Motor Carrier Safety Regulations. 
 (a) School bus drivers must provide verification of passing a medical examination 
at a minimum of every twenty-four months. 
 (b) School bus drivers must continue to meet these medical requirements during 
the time between examinations. 
 (c) A school district may require more frequent examinations of any school bus 
driver. 
 (d) An individual who is a diabetic being treated with insulin may hold a school 
bus driver authorization if they meet the following requirements: 
 (i) Possess a valid commercial driver license intrastate medical waiver for 
diabetes from the Washington state department of licensing or a valid interstate 
exemption certificate for diabetes issued by the Federal Motor Carrier Safety 
Administration; 
 (ii) Provide at a minimum of every twenty-four months to the authorizing school 
district(s) or employer a completed, signed copy of Form SPI 1643, Application Section, 
and a completed, signed copy of Form SPI 1643, Physician Evaluation Section 
indicating the driver's medical condition allows them to safely operate a school bus 
while using insulin.  The Physician Evaluation Section must indicate that within the past 
three years, the driver has completed instruction including diabetes management and 
driving safety; the signs and symptoms of hypoglycemia and hyperglycemia, and what 
procedures must be followed if complications arise.  Physician verification of 
participation in a diabetes education program covering these topics is required at least 
every three years in order to remain qualified for a school bus driver authorization; 
 (iii) Provide at a minimum of every twelve months to the authorizing school 
district(s) or employer a completed, signed copy of Form SPI 1643, Vision Evaluation 
Section indicating the driver does not have any vision problems that might impair safe 
driving; 
 (iv) Provide at a minimum of every six months to the authorizing school district(s) 
or employer a completed, signed copy of Form SPI 1643, HbA1c Report Section 
indicating values more than 5.9 and less than 9.6 (unless accompanied by the signed 
medical opinion that the event was incidental and not an indication of failure to control 
glucose levels); 
 (v) Self-monitor blood glucose using an FDA approved device and demonstrate 
conformance with requirements (more than 100 mg/dl and less than 300 mg/dl): 
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 (A) Within one hour before driving vehicles transporting students; and 
 (B) Approximately every four hours while on duty; 
 (vi) Maintain a daily log of all glucose test results for the previous six-month 
period and provide copies to the authorizing school district(s) or employer, and the 
medical examiner or physician upon request; 
 (vii) Carry a source of readily absorbable/fast-acting glucose while on duty; 
 (viii) Report immediately to their employer, any failure to comply with specific 
glucose level requirements as listed in (d)(iv) or (v) of this subsection, or loss of 
consciousness or control; 
 (ix) Individuals who have had a loss of consciousness or loss of control (cognitive 
function) due to a diabetic event do not qualify for a school bus driver authorization for 
one year, provided there has not been a recurrent hypoglycemic reaction requiring 
assistance of another person within the previous five years; 
 (x) A school bus driver is no longer authorized to operate a school bus and must 
be immediately removed from driving duties for any of the following: 
 (A) Results of the most recent HbA1c test indicating values less than 6.0 or 
greater than 9.5 unless accompanied by the signed medical opinion that the event was 
incidental and not an indication of failure to control glucose levels; 
 (B) Results of self-monitoring indicate glucose levels less than 100 mg/dl or 
greater than 300 mg/dl, until self-monitoring indicates compliance with specifications; 
 (C) Experiencing a loss of consciousness or control relating to diabetic condition; 
 (D) Failing to maintain or falsifying the required records, including self-monitoring 
records and any section of Form SPI 1643; 
 (xi) The authorizing school district or employer may request medical review of 
any or all signed, completed sections of Form SPI 1643, Washington State Authorized 
School Bus Driver Diabetes Exemption Program, and the driver's daily glucose test logs 
by a medical examiner or physician of their choice.  The cost of this review shall be paid 
by the school district or employer. 
 
WAC 392-144-030  Training and qualifications of school bus driver instructors--
Administration.  The superintendent of public instruction shall determine the 
qualifications necessary for applicants for the school bus driver instructor course and 
qualifications necessary for continuation of the school bus driver instructor 
authorization.  Each school bus driver instructor shall verify annually that they continue 
to meet said qualifications.  Intentional falsification of school bus driver training records 
shall result in permanent revocation of the school bus driver instructor authorization.  In 
the case of denial of authorization or disqualification, the superintendent of public 
instruction shall provide an appeal process consistent with the provisions of this 
chapter. 
 
WAC 392-144-040  Application to contractors.  (1) Every contract between a school 
district and a private school bus contractor for pupil transportation services shall provide 
for compliance with the requirements of this chapter and establish the responsibility of 
the contractor or school district, or both, to assure compliance with such requirements. 
 (2) Each driver employed by a private school bus contractor under contract with a 
school district to provide pupil transportation services shall meet the requirements of 
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this chapter, and shall be subject to the denial, suspension, and revocation of authority 
to operate a motor vehicle under this chapter. 
 (3) Every contract between a school district and a charter bus carrier or 
excursion carrier, or subcontracted carrier shall require a carrier profile report indicating 
a satisfactory rating from the Washington utilities and transportation commission before 
any service is provided.  No driver under this subsection shall have unsupervised 
access to children.  Supervision of children under this subsection shall be provided by a 
responsible employee of the school district. 
 
WAC 392-144-101  Initial requirements for school bus drivers.  Every authorized 
school bus driver must meet the following initial requirements: 
 (1) Be at least twenty-one years of age. 
 (2) Have at least one year of experience as a driver of a truck or commercial 
vehicle requiring a special endorsement or, in the alternative, at least three years of 
experience as a driver of a passenger vehicle. 
 (3) Submit to a criminal record check according to chapter 28A.400 RCW which 
shows that no offenses have been committed which would be grounds for denial of an 
authorization. 
 (4) Satisfactorily complete a school bus driver training course. 
 (5) Meet all applicable continuing school bus driver requirements in WAC 392-
144-102. 
 
WAC 392-144-102  Continuing requirements for authorized school bus drivers.  
Every authorized school bus driver must continue to meet the following requirements: 
 (1) Have a valid driver's license or commercial driver's license, as required by 
law, issued by the state department of licensing. 
 (2) Satisfactorily complete the annual school bus driver in-service training course. 
 (3) Hold a current and valid first-aid card which certifies that the applicant has 
completed a course in first aid. 
 (4) Submit annually to the school district a disclosure of all crimes against 
children or other persons and all civil adjudications in a dependency action or in a 
domestic relation action and all disciplinary board final decisions of sexual abuse or 
exploitation or physical abuse as required by RCW 43.43.834(2) and disclosure of all 
convictions which may be grounds for denial, suspension, or revocation of authorization 
under WAC 392-144-103. 
 (5) Every authorized school bus driver must continue to meet the following 
physical requirements: 
 (a) Is physically able to maneuver and control a school bus under all driving 
conditions; and 
 (b) Is physically able to use all controls and equipment found on state minimum 
specified school buses; and 
 (c) Is physically able to perform daily routine school bus vehicle safety 
inspections; and 
 (d) Has sufficient strength and agility to move about in a school bus as required 
to provide assistance to students in evacuating the bus.  The driver must be able to 
move from a seated position in a sixty-five passenger school bus, or the largest school 
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bus the driver will be operating, to the emergency door, open the emergency door, and 
exit the bus through the emergency door, all within twenty-five seconds; and 
 (e) Provide verification of holding a current and valid medical examiner's 
certificate. 
 
WAC 392-144-103  Disqualifying conditions for authorized school bus drivers.  A 
school bus driver's authorization will be denied or revoked as a result of the following 
conditions: 
 (1) Misrepresenting or concealing a material fact in obtaining a school bus 
driver's authorization or in reinstatement thereof in the previous five years. 
 (2) Having a driving license privilege suspended or revoked as a result of a 
moving violation as defined in WAC 308-104-160 within the preceding five years or 
have had their commercial driver's license disqualified, suspended, or revoked within 
the preceding five years; a certified copy of the disqualification, suspension, or 
revocation order issued by the department of licensing being conclusive evidence of the 
disqualification, suspension, or revocation. 
 (3) Incurring three or more speeding tickets of ten miles per hour or more over 
the speed limit within the last five years. 
 (4) Having intentionally and knowingly transported public school students within 
the state of Washington within the previous five years with a lapsed, suspended, 
surrendered, or revoked school bus driver's authorization in a position for which 
authorization is required under this chapter. 
 (5) Having intentionally and knowingly transported public school students within 
the state of Washington within the previous five years with a suspended or revoked 
driver's license or a suspended, disqualified or revoked commercial driver's license. 
 (6) Having refused to take a drug or alcohol test as required by the provisions of 
49 CFR 382 within the preceding five years.  Provided, That this requirement shall not 
apply to any refusal to take a drug or alcohol test prior to January 31, 2005. 
 (7) Having a serious behavioral problem which endangers the educational 
welfare or personal safety of students, teachers, school bus drivers, or other coworkers. 
 (8) Having been convicted of any misdemeanor, gross misdemeanor, or felony 
(including instances in which a plea of guilty or nolo contendere is the basis for the 
conviction) or being under a deferred prosecution under chapter 10.05 RCW where the 
conduct or alleged conduct is related to the occupation of a school bus driver, including, 
but not limited to, the following: 
 (a) The physical neglect of a child under chapter 9A.42 RCW; 
 (b) The physical injury or death of a child under chapter 9A.32 or 9A.36 RCW, 
excepting motor vehicle violations under chapter 46.61 RCW; 
 (c) The sexual exploitation of a child under chapter 9.68A RCW; 
 (d) Sexual offenses where a child is the victim under chapter 9A.44 RCW; 
 (e) The promotion of prostitution of a child under chapter 9A.88 RCW; 
 (f) The sale or purchase of a child under RCW 9A.64.030; 
 (g) Any crime involving the use, sale, possession, or transportation of any 
controlled substance or prescription drug within the last ten years; 
 (h) Any crime involving driving when a driver's license is suspended or revoked, 
hit and run driving, driving while intoxicated, being in physical control of motor vehicle 
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while intoxicated, reckless driving, negligent driving of a serious nature, vehicular 
assault or vehicular homicide, within the last five years; 
 (i) Provided, That the general classes of felony crimes referenced within this 
subsection shall include equivalent federal crimes and crimes committed in other states; 
 (j) Provided further, That for the purpose of this subsection "child" means a minor 
as defined by the applicable state or federal law; 
 (k) Provided further, That for the purpose of this subsection "conviction" shall 
include a guilty plea. 
 (9) Having been convicted of any crime within the last ten years, including motor 
vehicle violations, which would materially and substantially impair the individual's 
worthiness and ability to serve as an authorized school bus driver.  In determining 
whether a particular conviction would materially and substantially impair the individual's 
worthiness and ability to serve as an authorized school bus driver, the following and any 
other relevant considerations shall be weighed: 
 (a) Age and maturity at the time the criminal act was committed; 
 (b) The degree of culpability required for conviction of the crime and any 
mitigating factors, including motive for commission of the crime; 
 (c) The classification of the criminal act and the seriousness of the actual and 
potential harm to persons or property; 
 (d) Criminal history and the likelihood that criminal conduct will be repeated; 
 (e) The permissibility of service as an authorized school bus driver within the 
terms of any parole or probation; 
 (f) Proximity or remoteness in time of the criminal conviction; 
 (g) Any evidence offered which would support good moral character and 
personal fitness; 
 (h) If this subsection is applied to a person currently authorized as a school bus 
driver in a suspension or revocation action, the effect on the school bus driving 
profession, including any chilling effect, shall be weighed; and 
 (i) In order to establish good moral character and personal fitness despite the 
criminal conviction, the applicant or authorized school bus driver has the duty to provide 
available evidence relative to the above considerations.  The superintendent of public 
instruction has the right to gather and present additional evidence which may 
corroborate or negate that provided by the applicant or authorized school bus driver. 
 
WAC 392-144-110  Temporary authorizations--Requirements and issuing 
procedures.  (1) A temporary school bus driver authorization may be issued by the 
superintendent of public instruction upon application by an authorized representative of 
the employing school district when the following has been provided: 
 (a) Verification of successful completion of the school bus driver training course. 
 (b) Verification that it has on file a copy of a current and valid medical examiner's 
certificate. 
 (c) Verification that it has on file an original, current and complete school bus 
driver's abstract, including departmental actions, of the applicant's employment and 
nonemployment driving record obtained from the department of licensing verifying 
compliance with all provisions of this chapter.  The issue date of this abstract must be 
within sixty calendar days prior to the date the application is being submitted for 
temporary authorization. 
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 (d) Verification that it has on file a disclosure statement in compliance with 
preemployment inquiry regulations in WAC 162-12-140, signed by the applicant, 
specifying all convictions which relate to fitness to perform the job of a school bus driver 
under WAC 392-144-103 and all crimes against children or other persons, that meets 
the requirements of RCW 43.43.834(2). 
 (e) Verification that it has requested a criminal record check as required under 
chapter 28A.400 RCW and the date of such request. 
 (f) Verification that it has on file an applicant's disclosure of all serious behavioral 
problems which explains the nature of all such problems and/or conditions, a listing of 
the names, addresses, and telephone numbers of all doctors, psychologists, 
psychiatrists, counselors, therapists, or other health care practitioners of any kind or 
hospitals, clinics, or other facilities who have examined and/or treated the applicant for 
such problems and/or conditions and dates of examinations, therapy, or treatment and 
the school district has determined that any reported serious behavioral problem does 
not endanger the education welfare or personal safety of students, teachers, bus 
drivers, or other colleagues. 
 (g) Verification that the applicant complies with all of the requirements for 
authorized school bus drivers set forth in this chapter except for a first-aid card and/or 
the results of a criminal record check. 
 (2) Upon approval of the temporary authorization, notice will be provided to the 
employing school district. 
 (3) The temporary authorization shall be valid for a period of sixty calendar days.  
The temporary authorization may be renewed by approval of the regional transportation 
coordinator when the results of the criminal background check have not been received. 
 
WAC 392-144-120  School bus driver authorization--Requirements and issuing 
procedures.  A school bus driver authorization may be issued by the superintendent of 
public instruction upon application by an authorized representative of the employing 
school district subject to compliance with the following provisions: 
 (1) The employing school district shall forward to the superintendent of public 
instruction the following verifications relating to the applicant: 
 (a) Verification of successful completion of the school bus driver training course 
taught by an authorized school bus driver instructor. 
 (b) Verification that it has on file a copy of a current and valid medical examiner's 
certificate. 
 (c) Verification that it has on file an original, current and complete school bus 
driver's abstract, including departmental actions, of the applicant's employment and 
nonemployment driving record obtained from the department of licensing verifying 
compliance with all provisions of this chapter.  The issue date of this abstract must be 
within sixty calendar days prior to the date an application was submitted for temporary 
authorization.  If no request for a temporary school bus authorization was submitted, the 
issue date must be within sixty calendar days prior to the date of application of the 
school bus driver authorization. 
 (d) Verification that the applicant has a current and valid first-aid card. 
 (e) Verification that it has on file a disclosure statement in compliance with 
preemployment inquiry regulations in WAC 162-12-140, signed by the applicant, 
specifying all convictions which relate to fitness to perform the job of a school bus driver 
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under WAC 392-144-103 and all crimes against children or other persons, that meets 
the requirements of RCW 43.43.834(2). 
 (f) Verification that it has on file the results of a criminal record check as required 
under chapter 28A.400 RCW and that such results establish that the applicant has not 
committed any offense which constitutes grounds for denying, suspending, or revoking 
an authorization under this chapter and the date of such request. 
 (g) Verification that it has on file an applicant's disclosure of all serious behavioral 
problems which explains the nature of all such problems and/or conditions, a listing of 
the names, addresses, and telephone numbers of all doctors, psychologists, 
psychiatrists, counselors, therapists, or other health care practitioners of any kind or 
hospitals, clinics, or other facilities who have examined and/or treated the applicant for 
such problems and/or conditions and dates of examinations, therapy, or treatment and 
the school district has determined that any reported serious behavioral problem does 
not endanger the educational welfare or personal safety of students, teachers, school 
bus drivers, or other colleagues. 
 (h) Verification that the applicant complies with all of the requirements for 
authorized school bus drivers set forth in this chapter. 
 (2) Upon approval of an application, the superintendent of public instruction shall 
issue a notice of school bus driver authorization to the employing school district. 
 (3) Subsequent authorizations for an individual driver with new or additional 
employing school districts must be issued from the superintendent of public instruction 
to such districts prior to the operation of any motor vehicle for the transportation of 
children. 
 (4) The superintendent of public instruction will provide each school district with a 
list of their authorized school bus drivers and each authorized school bus driver's status. 
 
WAC 392-144-130  Discipline--Grounds for denial, suspension, or revocation of 
authorization--Emergency suspension--Appeals--Adjudicative proceedings.  (1) A 
request for an authorization may be denied or an authorization issued under this 
chapter may be suspended or revoked for failure to meet any of the minimum 
requirements set forth in WAC 392-144-101 and 392-144-102 or for disqualifying 
conditions set forth in WAC 392-144-103, established by a preponderance of the 
evidence. 
 (2) Conduct, which by a preponderance of the evidence, amounts to a serious 
behavioral problem which endangers the educational welfare or personal safety of 
students, teachers, school bus drivers, or other colleagues is grounds for denial, 
suspension, or revocation whether or not the conduct constitutes a crime.  If the act 
constitutes a crime, conviction in a criminal proceeding is not a condition precedent to 
denial, suspension, or revocation action.  Upon such conviction, however, the judgment 
and sentence is conclusive evidence at the ensuing hearing of the guilt of the 
authorized driver or applicant of the crime described in the indictment or information, 
and of the person's violation of the statute on which it is based. 
 (3)(a) Any person in treatment for alcohol or other drug misuse shall have his or 
her authorization suspended until treatment is satisfactorily completed and the 
completion is confirmed by a state-approved alcohol or drug treatment program at which 
time the authorization will be reinstated. 
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 (b) In all cases of deferred prosecution under chapter 10.05 RCW, the 
authorization shall be suspended until the court confirms successful completion of the 
court approved treatment program at which time the authorization will be reinstated. 
 (4) Emergency suspension.  If the superintendent of public instruction finds that 
public health, safety, or welfare imperatively requires emergency action, and 
incorporates a finding to that effect in its order, emergency suspension of an 
authorization may be ordered pending proceedings for revocation or other action.  In 
such cases, the superintendent of public instruction shall expedite all due process 
actions as quickly as possible. 
 (5)(a) Appeals and adjudicative proceedings.  Any person desiring to appeal a 
denial, suspension, or revocation of a school bus driver authorization may do so to the 
superintendent of public instruction or designee in accordance with the adjudicative 
proceedings in RCW 34.05.413 through 34.05.494, and the administrative practices and 
procedures of the superintendent of public instruction in chapter 392-101 WAC. 
 (b) The superintendent of public instruction may assign the adjudicative 
proceeding to the office of administrative hearings and may delegate final decision-
making authority to the administrative law judge conducting the hearing. 
 (c) The superintendent of public instruction may appoint a person to review initial 
orders and to prepare and enter final agency orders in accordance with RCW 
34.05.464. 
 (d) Any person who disagrees with the school district's determination of failure to 
meet any school bus driver authorization qualifications may request that the school 
district forward the pertinent records to the superintendent of public instruction.  After 
review or investigation, the superintendent of public instruction shall grant, deny, 
suspend, or revoke the authorization. 
 
WAC 392-144-140  School bus driver--Reporting.  (1) Every person authorized under 
this chapter to operate a motor vehicle to transport children shall, within twenty calendar 
days, notify his or her employer in writing of the filing of any criminal charge involving 
conduct listed in WAC 392-144-103.  The authorized driver shall also notify his or her 
employer of any disqualifying traffic convictions, or license suspension or revocation 
orders issued by the department of licensing.  In cases where the employer is providing 
transportation services through a contract with the school district, the contractor shall 
immediately notify the school district superintendent or designee. 
 (2) The notification in writing shall identify the name of the authorized driver, his 
or her authorization number, the court in which the action is commenced, and the case 
number assigned to the action. 
 (3) The failure of an authorized driver to comply with the provisions of this section 
is an act of unprofessional conduct and constitutes grounds for authorization 
suspension or revocation by the superintendent of public instruction. 
 
WAC 392-144-150  School district--Reporting.  (1) Every school district employing 
authorized school bus drivers to transport children or contracting with a private firm who 
provides such authorized drivers as a part of a contract shall, within twenty calendar 
days, notify the superintendent of public instruction in writing of knowledge it may have 
of the filing of any criminal charge involving the conduct listed in WAC 392-144-103 
against any authorized school bus driver. 
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 (2) The notification in writing shall be by certified or registered mail and shall 
identify the name of the authorized school bus driver, his or her authorization number, 
the court in which the action is commenced, and the case number assigned to the 
action. 
 
WAC 392-144-160  School district--Verification of driver's continuing compliance.  
(1) Every school district shall evaluate each authorized school bus driver for continuing 
compliance with the provisions of this chapter annually.  The results of this evaluation of 
all drivers shall be forwarded to the superintendent of public instruction on SPI Form 
1799, Verification Statement and Confirmation of Updated Records, no later than 
November 15th of each year. 
 (2) This report shall verify that each authorized school bus driver's medical 
examination certificate expiration date, first-aid expiration date, driver's license 
expiration date and most recent school bus driver in-service training date has been 
updated in compliance with OSPI procedures. 
 (3) This report shall verify that each authorized school bus driver has made an 
updated disclosure in writing and signed and sworn under penalty of perjury which 
updates the disclosure required in WAC 392-144-102(4). 
 (4) This report shall verify that a current and original school bus driver's abstract 
has been obtained from the department of licensing on each authorized school bus 
driver and the driving record is in compliance with WAC 392-144-103. 
 (5) This report shall verify that each authorized school bus driver remains in 
compliance with the physical requirements of WAC 392-144-102(5). 
 (6) This report shall be a written verification that the evaluation has been 
conducted in accordance with the requirements of this chapter and that all drivers are in 
compliance, or if all drivers are not in compliance, a list of drivers who are out of 
compliance and the reason for noncompliance shall be provided. 
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Chapter 392-145 WAC 
Transportation–Operation Rules 

 
 
WAC 392-145-001  Authority and purpose.  The authority for this chapter is RCW 
46.61.380 which authorizes the superintendent of public instruction to adopt and 
enforce regulations to cover the operation of all school buses transporting common 
school students.  The purpose of this chapter is to establish the manner of operating all 
school buses owned and operated by any school district and all school buses which are 
privately owned and operated under contract or otherwise with any school district in the 
state for the transportation of students.  This chapter does not apply to the operation of 
buses by common carrier in the urban transportation of students (e.g., the transportation 
of students via a municipal transit system). 
 
WAC 392-145-005  Definition of a "school bus."  The definition of "school bus" as the 
term is used in this chapter shall be as now or hereafter set forth in WAC 392-143-010. 
 
WAC 392-145-011  School district requirements.  All school districts shall comply 
with the following requirements: 
 (1) The provisions of this chapter shall be incorporated by express reference into 
all school district contracts for the transportation of students in privately owned and 
operated school buses.  Every school district, its officers and employees, and every 
person employed under contract or otherwise by a school district shall be subject to the 
provisions of this chapter. 
 (2) School district boards of directors shall adopt written policies or rules for 
passengers riding school buses not inconsistent with applicable state law and rules.  A 
copy of these policies or rules shall be provided to each student who is scheduled to 
ride the school bus. 
 (3) Every school bus driver shall be provided a copy of and shall be thoroughly 
familiar with all state and local rules and regulations pertaining to the operation of a 
school bus. 
 (4) School bus drivers shall be provided a copy of and training in school district 
rules and regulations pertaining to bullying, harassment, and for reporting sexual 
misconduct allegations. 
 (5) On highways divided into separate roadways as provided in RCW 46.61.150 
and highways with three or more marked traffic lanes, school districts shall design bus 
routes that serve each side of the highway so that students do not have to cross the 
highway, unless there is a traffic control signal as defined in RCW 46.04.600 or an adult 
crossing guard within three hundred feet of the bus stop to assist students while 
crossing such multiple-lane highways. 
 (6) No school bus stop shall be located on a curve or a hill where visibility is not 
at least five hundred feet.  If it is impossible to secure a distance of at least five hundred 
feet of visibility for a school bus stop, the school authorities, the state patrol, and the 
traffic engineering department of the jurisdiction responsible for the roadway shall be 
advised and the stop shall be changed or proper signs installed. 
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WAC 392-145-016  Rules for students riding school buses.  The policies or rules for 
students riding school buses shall include, but are not necessarily limited to, the 
following: 
 (1) Identification of the individual who has authority over the passengers; 
 (2) Student riding privileges; 
 (3) Loading and unloading procedures, including that if students must cross the 
roadway, they shall only cross in front and never behind the school bus; 
 (4) Seat assignment; 
 (5) Student conduct, including acceptable practices with respect to talking, 
moving around the school bus, use of windows, behavior at highway rail grade 
crossings, and other behavior; 
 (6) Unacceptable hazards that may cause injury to others, e.g., firearms, 
breakable containers, etc.; 
 (7) School bus cleanliness; and 
 (8) Emergency exit procedures. 
 
WAC 392-145-021  General operating requirements.  The following operating 
procedures are required to assure maximum passenger safety: 
 (1) No school bus shall be operated unless each passenger aboard has been 
provided with a safe seat of sufficient size to accommodate each passenger within the 
seat compartment.  There shall be no auxiliary seating accommodations such as 
temporary or folding jump seats in any school bus.  Students shall remain seated while 
the school bus is in motion. 
 (2) Passengers in school buses equipped with seat belts shall be required to 
wear them properly adjusted whenever the school bus is in motion. 
 (3) Heavy, sharp, bulky, and/or other articles which may be hazardous in the 
event of an accident or an emergency stop shall not be transported unsecured in the 
passenger area of any school bus.  Specific attention is directed to items such as skis, 
ski poles, vaulting poles, large musical instruments, riser platforms, etc.  In no case will 
items be secured in such a manner as to impede access to any exit.  Items which shall 
not be transported within the passenger area of a school bus include all forms of animal 
life (except service animals), firearms, weapons, breakable containers, flammables, and 
all other articles which could adversely affect the safety of the school bus and 
passengers. 
 Teachers and all other school district staff members shall be annually notified 
that students shall not be requested to transport prohibited items between home and 
school on a school bus. 
 (4) When a teacher, coach, or other certificated staff member is assigned to 
accompany students on a school bus, such person shall be responsible for the behavior 
of the students in his or her charge and shall ensure that passengers comply with state 
rules, and district policies and procedures for student transportation.  However, the 
school bus driver shall have final authority and responsibility. 
 
WAC 392-145-031  General school bus driver requirements.  The following are 
school bus driver requirements: 
 (1) School bus drivers shall wear a properly adjusted seat belt whenever the 
school bus is in motion. 
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 (2) School bus drivers shall immediately report any suspected malfunction or 
needed repair of the school bus in their charge. 
 (3) A school bus driver shall only allow individuals authorized under the 
provisions of chapter 392-144 WAC to operate the school bus with passengers on 
board.  No person except the driver shall be allowed to sit in the driver's seat. 
 (4) Except in accordance with district policy no school bus driver shall leave the 
driver's seat without first securing the school bus by setting the parking brake, placing 
the transmission in the manufacturer's recommended position, shutting off the engine, 
and removing the key from the ignition switch.  The keys shall be kept in the driver's or 
other authorized school official's possession. 
 (5) All school bus drivers shall meet the qualifications established in chapter 392-
144 WAC prior to transporting students. 
 
WAC 392-145-041  Pretrip and posttrip requirements.  The following are 
requirements to assure safety and security of the school bus during operation: 
 (1) Motor fuel shall not be put into the tank while the engine is running or while 
passengers are on the school bus.  School bus drivers, prior to commencement of any 
trip, shall assure that the school bus has sufficient fuel to prevent the school bus from 
running out of fuel. 
 (2) School bus drivers, prior to commencement of any trip, shall assure that the 
mirrors, windshield and rear window(s) of the school bus are clean. 
 (3) Prior to commencement of and during any trip, with passengers aboard, every 
school bus driver shall ensure there are no articles in the following areas that could 
impede normal movement, visibility, or emergency egress:  The service entrance step 
well; the entire main aisle from front to rear; the aisles or passage ways to any 
emergency door; the entire shelf area between the rearmost passenger seats and the 
rear emergency window (if so equipped). 
 (4) Tools and other miscellaneous articles shall be carried in appropriate 
compartments.  They shall not be carried loose upon the floor or dashboard area of the 
school bus. 
 (5) School bus drivers shall be certain that all brakes, lights, stop signs, warning 
signal lamps, and other safety devices are working properly before starting on any trip 
and shall assure that the school bus is equipped with a fully stocked first-aid kit, three 
reflective triangles, a body fluid clean-up kit and a fire extinguisher certified to be in 
good working order. 
 (6) School bus drivers shall check the latch, safety lock, and warning system for 
all emergency exits prior to each trip and no school bus shall be operated with 
passengers aboard unless all the emergency exits are functioning properly. 
 (7) At the end of each trip or route segment, the school bus driver shall 
thoroughly check the school bus to insure that no students are left on the school bus.  
Additionally, the school bus driver shall take reasonable action to insure that any articles 
left behind by students are safe, secure, and dealt with according to district policy. 
 
WAC 392-145-050  Driving requirements.  In addition to the following school bus 
operating requirements, school bus drivers shall observe all driving regulations set forth 
in the laws of the state of Washington relating to the operation of motor vehicles 
(chapter 46.61 RCW, Rules of the road). 
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 (1) School bus drivers shall not manually change gears while proceeding 
downhill.  Necessary gear changes shall be made before starting down a hill. 
 (2) No school bus driver shall disengage the clutch or place the transmission into 
neutral and allow the school bus to coast. 
 (3) Backing a school bus is prohibited unless an adult flagman assists or an 
emergency exists.  Any deviation from this regulation shall require prior approval by an 
authorized school district administrator.  In all cases, the school bus driver will minimize 
the extent of such backing.  In the event of an emergency, backing of a school bus shall 
be permitted only when there is no danger to pedestrians or passengers. 
 (4) School bus drivers shall yield the right of way to emergency vehicles. 
 (5) The speed of a school bus shall not be allowed to exceed the legal truck 
speed or any other applicable posted speed limit. 
 (6) When it is necessary to overtake and pass a slow moving vehicle, school bus 
drivers shall take reasonable action to assure that no third vehicle is drawing near.  
There shall be a visual road clearance of at least eight hundred feet on the road 
surface. 
 (7) All school buses shall slow down to ten miles an hour or less before making a 
ninety degree right or left turn. 
 (8) All school buses shall be operated with the headlights on when carrying 
passengers or traveling on a public roadway. 
 (9) All school buses shall be operated with the doors closed when carrying 
passengers or traveling on a public roadway. 
 
WAC 392-145-060  Loading and unloading procedures.  The following procedures 
are required to assure maximum student safety: 
 (1) A school bus driver shall not order or allow a student to depart the school bus 
other than at his or her regular stop unless permission is first obtained in accordance 
with district policy. 
 (2) School bus drivers shall pick up only the students and persons designated by 
an authorized school district administrator. 
 (3) School bus drivers shall have the primary responsibility for the safety of 
passengers while they are boarding the school bus, while they are on the school bus, 
and while they are disembarking the school bus and crossing the roadway.  If 
passengers must cross the road, the driver shall make every reasonable effort to insure 
that they cross safely and that they pass in front of the school bus and never behind the 
school bus.  The driver shall likewise insure that passengers boarding or disembarking 
from the school bus are within his/her view at all times. 
 (4) Prior to stopping the school bus on the roadway for the purpose of loading or 
unloading passengers, school bus drivers shall activate the alternating flashing amber 
lamps by means of a master sequencing switch.  The driver shall activate the 
alternating flashing amber lamps: 
 (a) No less than one hundred feet and no more than three hundred feet from the 
school bus stop where the posted speed limit is thirty-five miles per hour or less; and 
 (b) No less than three hundred feet and no more than five hundred feet from the 
school bus stop where the posted speed limit is more than thirty-five miles per hour. 
 (5) No school bus shall pull over to the left-hand side of the road to load or 
unload passengers. 
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 (6) The stop sign and alternately flashing red lamps shall be activated whenever 
a school bus is stopped on any portion of a traveled roadway to load or unload school 
children.  Simultaneously flashing amber hazard lamps shall be activated whenever a 
school bus is stopped off the roadway to load or unload school children. 
 (7) Whenever school children have to cross the roadway, the school bus shall 
stop on the roadway and display the stop sign and alternately flashing red lamps.  A 
school bus driver shall not allow school children to cross any roadway having three or 
more marked traffic lanes or any highway divided into separate roadways as provided in 
RCW 46.61.150. 
 (8) The stop sign and alternately flashing red lamps on a school bus shall not be 
used while the school bus is moving or to indicate that the school bus is going to stop. 
 (9) While loading and unloading passengers on a traveled portion of the 
roadway, the school bus driver shall activate the alternating flashing red lights by means 
of a sequencing switch prior to opening the passenger load door. 
 (10) The school bus driver shall set the parking brake and place the transmission 
in neutral or park prior to loading or unloading passengers.  When it is possible, the 
school bus driver shall maintain light pressure on the service brake to activate the brake 
lamps when loading or unloading passengers. 
 (11) The school bus driver shall assure that all students are seated or secure 
prior to releasing the brake. 
 (12) In any case in which a school bus passes a stopped school bus which is 
loading and unloading students off the traveled portion of the roadway, the passing 
school bus shall reduce speed and proceed with caution. 
 
WAC 392-145-070  Rail grade crossings.  The following requirements apply to drivers 
of school buses during rail grade crossings: 
 (1) All school buses shall stop at all rail grade crossings except: 
 (a) Where traffic is controlled by a police officer or duly authorized flagman; 
 (b) Where an official traffic control device gives notice that the general stopping 
requirements do not apply; 
 (c) Where local regulations or school district policy expressly prohibit stopping. 
 (2) In order to lessen the potential for collisions, school bus drivers shall use 
simultaneously flashing amber hazard lamps within two hundred feet prior to stopping 
for a rail grade crossing. 
 (3) The school bus driver shall open the door and driver window to listen for 
approaching trains. 
 (4) Drivers shall take reasonable action to insure that passengers are quiet and 
shall turn off all noise making devices such as fans and radios while listening for 
approaching trains. 
 (5) Drivers shall not proceed until the door is closed, visibility is clear, and the 
school bus can safely proceed across and completely clear the rail grade. 
 (6) Drivers shall not change gears of a school bus equipped with a manual 
transmission while the school bus is crossing a rail grade. 
 
WAC 392-145-080  Emergency exit drills and procedures.  The following 
requirements are designed to provide maximum passenger safety in emergency 
situations: 
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 (1) All school districts shall prepare written policies or rules which establish 
procedures for school bus safety and emergency exit drills. 
 (2) One actual emergency evacuation drill shall be held within the first six weeks 
of school each semester.  The first actual exit drill shall be followed by at least one 
verbal review of the emergency exit drill prior to the second actual exit drill.  For schools 
on a trimester system, an actual emergency evacuation drill shall be held within the first 
six weeks of school of each trimester and no verbal review is required. 
 (3) Only those passengers whose participation in an exit drill poses substantial 
difficulty to themselves or to other passengers shall be excused and/or excluded from 
exit drill participation.  Passengers who are excluded from such participation shall 
receive oral instruction in school bus safety and exit drills at least three times during the 
school year. 
 (4) Required exit drills shall be held upon school premises. 
 (5) The school bus driver shall: 
 (a) Assure that emergency exit drills make allowance for individual differences; 
 (b) Provide instructions on the location and use of emergency equipment; 
 (c) Provide instruction to helpers that they should offer a helping hand palm up 
and avoid grasping a student's hand or arm; and 
 (d) Time the exit drill to assure that procedures provide for an orderly and 
expedient exiting from the vehicle. 
 (6) At the start of each field trip or extracurricular trip, the school bus driver shall 
review with all passengers, the location and use of the emergency exits and emergency 
equipment, and any district emergency procedures. 
 (7) No school bus driver, except in accordance with emergency procedures 
adopted by the district, shall leave the immediate vicinity of his/her school bus while 
there are passengers aboard.  In the event of a school bus breakdown, assistance shall 
be sought in accordance with school district policy. 
 (8) The emergency evacuation of a school bus shall only be conducted when 
staying on the school bus is more hazardous than exiting the school bus. 
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Title 46 RCW, Section 61 
Rules of the Road 

 
RCW 46.61.145 Following too closely. (1) The driver of a motor vehicle shall not 
follow another vehicle more closely than is reasonable and prudent, having due regard 
for the speed of such vehicles and the traffic upon and the condition of the highway. … 

(3) Motor vehicles being driven upon any roadway outside of a business or 
residence district in a caravan or motorcade whether or not towing other vehicles shall 
be so operated as to allow sufficient space between each such vehicle or combination 
of vehicles so as to enable any other vehicle to enter and occupy such space without 
danger. This provision shall not apply to funeral processions.  
  
RCW 46.61.183 Nonfunctioning signal lights. Except when directed to proceed by a 
flagger, police officer, or fire fighter, the driver of a vehicle approaching an intersection 
controlled by a traffic control signal that is temporarily without power on all approaches 
or is not displaying any green, red, or yellow indication to the approach the vehicle is on, 
shall consider the intersection to be an all-way stop. After stopping, the driver shall yield 
the right of way in accordance with RCW 46.61.180(1) and 46.61.185.  
 
RCW 46.61.202 Stopping when traffic obstructed. No driver shall enter an 
intersection or a marked crosswalk or drive onto any railroad grade crossing unless 
there is sufficient space on the other side of the intersection, crosswalk, or railroad 
grade crossing to accommodate the vehicle he is operating without obstructing the 
passage of other vehicles, pedestrians, or railroad trains notwithstanding any traffic 
control signal indications to proceed.  
 
RCW 46.61.235 Crosswalks. (1) The operator of an approaching vehicle shall stop and 
remain stopped to allow a pedestrian or bicycle to cross the roadway within an 
unmarked or marked crosswalk when the pedestrian or bicycle is upon or within one 
lane of the half of the roadway upon which the vehicle is traveling or onto which it is 
turning. For purposes of this section “half of the roadway” means all traffic lanes 
carrying traffic in one direction of travel, and includes the entire width of a one-way 
roadway. … 

(4) Whenever any vehicle is stopped at a marked crosswalk or at any unmarked 
crosswalk at an intersection to permit a pedestrian or bicycle to cross the roadway, the 
driver of any other vehicle approaching from the rear shall not overtake and pass such 
stopped vehicle.  
 
RCW 46.61.245 Drivers to exercise care. Notwithstanding the foregoing provisions of 
this chapter every driver of a vehicle shall exercise due care to avoid colliding with any 
pedestrian upon any roadway and shall give warning by sounding the horn when 
necessary and shall exercise proper precaution upon observing any child or any 
obviously confused or incapacitated person upon a roadway.  
 
RCW 46.61.261 Sidewalks, crosswalks—Pedestrians, bicycles. The driver of a 
vehicle shall yield the right of way to any pedestrian or bicycle on a sidewalk. The rider 
of a bicycle shall yield the right of way to a pedestrian on a sidewalk or crosswalk.  
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RCW 46.61.290 Required position and method of turning at intersections.… (3)(c) 
Upon a roadway where a center lane has been provided by distinctive pavement 
markings for the use of vehicles turning left from either direction, no vehicles may turn 
left from any other lane. A vehicle shall not be driven in this center lane for the purpose 
of overtaking or passing another vehicle proceeding in the same direction. No vehicle 
may travel further than three hundred feet within the lane. A signal, either electric or 
manual, for indicating a left turn movement, shall be made at least one hundred feet 
before the actual left turn movement is made.  
 
RCW 46.61.305 When signals required—Improper use prohibited.… (2) A signal of 
intention to turn or move right or left when required shall be given continuously during 
not less than the last one hundred feet traveled by the vehicle before turning.  

…(4) The signals provided for in RCW 46.61.310 subsection (2), shall not be 
flashed on one side only on a disabled vehicle, flashed as a courtesy or “do pass” signal 
to operators of other vehicles approaching from the rear, nor be flashed on one side 
only of a parked vehicle except as may be necessary for compliance with this section.  
 
RCW 46.61.350 Certain vehicles must stop at all railroad grade crossings—
Exceptions. (1) The driver of any motor vehicle carrying passengers for hire, other than 
a passenger car, or of any school bus or private carrier bus carrying any school child or 
other passenger, or of any vehicle carrying explosive substances or flammable liquids 
as a cargo or part of a cargo, before crossing at grade any track or tracks of a railroad, 
shall stop such vehicle within fifty feet but not less than fifteen feet from the nearest rail 
of such railroad and while so stopped shall listen and look in both directions along such 
track for any approaching train, and for signals indicating the approach of a train, except 
as hereinafter provided, and shall not proceed until he can do so safely. After stopping 
as required herein and upon proceeding when it is safe to do so the driver of any said 
vehicle shall cross only in such gear of the vehicle that there will be no necessity for 
changing gears while traversing such crossing, and the driver shall not shift gears while 
crossing the track or tracks.  

(2) This section shall not apply at:  
(a) Any railroad grade crossing at which traffic is controlled by a police officer or 

a duly authorized flagman;  
(b) Any railroad grade crossing at which traffic is regulated by a traffic control 

signal;  
(c) Any railroad grade crossing protected by crossing gates or an alternately 

flashing light signal intended to give warning of the approach of a railroad train;  
(d) Any railroad grade crossing at which an official traffic control device as 

designated by the utilities and transportation commission pursuant to RCW 81.53.060 
gives notice that the stopping requirement imposed by this section does not apply.  
 
RCW 46.61.365 Emerging from alley, driveway, or building. The driver of a vehicle 
within a business or residence district emerging from an alley, driveway or building shall 
stop such vehicle immediately prior to driving onto a sidewalk or onto the sidewalk area 
extending across any alleyway or driveway, and shall yield the right of way to any 
pedestrian as may be necessary to avoid collision, and upon entering the roadway shall 
yield the right of way to all vehicles approaching on said roadway.  
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RCW 46.61.370 Overtaking or meeting school bus—Duties of bus driver. (1) The 
driver of a vehicle upon overtaking or meeting from either direction any school bus 
which has stopped on the roadway for the purpose of receiving or discharging any 
school children shall stop the vehicle before reaching such school bus when there is in 
operation on said school bus a visual signal as specified in RCW 46.37.190 and said 
driver shall not proceed until such school bus resumes motion or the visual signals are 
no longer activated.  

(2) The driver of a vehicle upon a highway divided into separate roadways as 
provided in RCW 46.61.150 need not stop upon meeting a school bus which is 
proceeding in the opposite direction and is stopped for the purpose of receiving or 
discharging school children.  

(3) The driver of a vehicle upon a highway with three or more marked traffic lanes 
need not stop upon meeting a school bus which is proceeding in the opposite direction 
and is stopped for the purpose of receiving or discharging school children.  

(4) The driver of a school bus shall actuate the visual signals required by RCW 
46.37.190 only when such bus is stopped on the roadway for the purpose of receiving 
or discharging school children.  

(5) The driver of a school bus may stop completely off the roadway for the 
purpose of receiving or discharging school children only when the school children do not 
have to cross the roadway. The school bus driver shall actuate the hazard warning 
lamps as defined in RCW 46.37.215 before loading or unloading school children at such 
stops.  

(6) A person found to have committed an infraction of subsection (1) of this 
section shall be assessed a monetary penalty equal to twice the total penalty assessed 
under RCW 46.63.110. This penalty may not be waived, reduced, or suspended. Fifty 
percent of the money so collected shall be deposited into the school zone safety 
account in the custody of the state treasurer and disbursed in accordance with RCW 
46.61.440(3).  
 
RCW 46.61.371 School bus stop sign violators—Identification by vehicle owner. If 
a law enforcement officer investigating a violation of RCW 46.61.370 has reasonable 
cause to believe that a violation has occurred, the officer may request the owner of the 
motor vehicle to supply information identifying the driver of the vehicle at the time the 
violation occurred. When requested, the owner of the motor vehicle shall identify the 
driver to the best of the owner’s ability. The owner of the vehicle is not required to 
supply identification information to the law enforcement officer if the owner believes the 
information is self-incriminating.  
 
RCW 46.61.372 School bus stop sign violators—Report by bus driver—Law 
enforcement investigation. (1) The driver of a school bus who observes a violation of 
RCW 46.61.370 may prepare a written report on a form provided by the state patrol or 
another law enforcement agency indicating that a violation has occurred. The driver of 
the school bus or a school official may deliver the report to a law enforcement officer of 
the state, county, or municipality in which the violation occurred but not more than 
seventy-two hours after the violation occurred. The driver shall include in the report the 
time and location at which the violation occurred, the vehicle license plate number, and 
a description of the vehicle involved in the violation.  
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(2) The law enforcement officer shall initiate an investigation of the reported 
violation within ten working days after receiving the report described in subsection (1) of 
this section by contacting the owner of the motor vehicle involved in the reported 
violation and requesting the owner to supply information identifying the driver. Failure to 
investigate within the ten working day period does not prohibit further investigation or 
prosecution. If, after an investigation, the law enforcement officer is able to identify the 
driver and has reasonable cause to believe a violation of RCW 46.61.370 has occurred, 
the law enforcement officer shall prepare a notice of traffic infraction and have it served 
upon the driver of the vehicle.  
 
RCW 46.61.400 Basic rule and maximum limits. (1) No person shall drive a vehicle 
on a highway at a speed greater than is reasonable and prudent under the conditions 
and having regard to the actual and potential hazards then existing. In every event 
speed shall be so controlled as may be necessary to avoid colliding with any person, 
vehicle or other conveyance on or entering the highway in compliance with legal 
requirements and the duty of all persons to use due care.  
 
RCW 46.61.427 Slow-moving vehicle to pull off roadway. On a two-lane highway 
where passing is unsafe because of traffic in the opposite direction or other conditions, 
a slow moving vehicle, behind which five or more vehicles are formed in a line, shall 
turn off the roadway wherever sufficient area for a safe turn-out exists, in order to permit 
the vehicles following to proceed. As used in this section a slow moving vehicle is one 
which is proceeding at a rate of speed less than the normal flow of traffic at the 
particular time and place.  
 
RCW 46.61.605 Limitations on backing. (1) The driver of a vehicle shall not back the 
same unless such movement can be made with safety and without interfering with other 
traffic.  

(2) The driver of a vehicle shall not back the same upon any shoulder or roadway 
of any limited access highway. 




